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K U Z c Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REFORT ij; 1200
Filename: EW27112-WH - Plateau a3 1102
Manufacturer: KUZCO LIGHTING & 100°
Luminaire: Wall Mount / Exterior Wall Sconce
Luminaire Cat: EW27112-WH oS b
Lamp: AC LED b =05
Lamp Cat: 2835-10S2P-02A (x2) iE 700
Ballast Desc: N/A 140 s
Ballast Cat: N/A 187
Lamp Output: Total luminaire Lumens: 1087.9 233 cie
Max Candela: 276.9 at Horizontal: 180°, Vertical: 12.5° 280
Input Wattage: 12 H-0°H i 1“°.2'f°22?§3 H <
Luminous Opening: Rectangle (L: 0.04", W: 0.04") M -920°H -45°H
Test: 1409-19 B el
Test Date: 10 December 2019
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X 6
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 193.5 17.8% 0-10 254  2.3% 90-100 204 1.9%
0-40 291.8 26.8% 10-20 722 6.6% 100-110 30.3 2.8%
0-60 452.1 41.6% 20-30 959 8.8% 110-120 47.6 4.4%
60-90 97.9 9% 30-40 983 9.0% 120-130 69.5 6.4%
70-100 71.0 6.5% 40-50 90.8 8.3% 130-140 88.7 8.2%
90-120  98.2 9% 50-60 69.6 6.4% 140-150 953 8.8%
0-90 550.1 50.6% 60-70 474 4.4% 150-160 924 8.5%
90-180 537.8 49.4% 70-80 30.2 2.8% 160-170 69.3 6.4%
0-180 1,087.9 100% 80-90 204 1.9% 170-180 244 2.2%
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Distance in units of mount height (9Ft)
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