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Polar Candela Distribution
K U Zc cag 1g0% 170° 160% 150°  140%
LI GHTI NG 432 1200
LUMINAIRE PHOTOMETRIC REPORT z:: i
Filename: LP10356-WH - Vega 147 110#
Manufacturer: Kuzco Lighting as 100°
Luminaire: Pendant O e
Luminaire Cat: LP10356-WH
Ballast Cat: SLM 0620-3000-930-120-51 2 e
Lamp Output: Total luminaire Lumens: 2207.1 197 7oe
Max Candela: 584.5 at Horizontal: 170°, Vertical: 5° 235 e
Input Wattage: 35 393
Luminous Opening: Rectangle (L: 56", W: 0.79") 49z cpe
Test: 394_16 cap
Test Date: 21 March 2016 W - Max Cd: 170° |_|I""a"= 07 107 0SS
Test Lab: Kuzco Lighting W -0°H
Photometry : Type C W -50°H
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 460.1 20.8% 0-10 55.3  2.5% 90-100 79.6 3.6%
0-40 760.7 34.5% 10-20 159.7 7.2% 100-110 712 3.2%
0-60 1,385.0 62.7% 20-30 245.0 11.1% 110-120 56.6 2.6%
60-90 544.2 24.7% 30-40 300.6 13.6% 120-130 38.1 1.7%
70-100 370.2 16.8% 40-50 320.5 14.5% 130-140 17.6 0.8%
90-120 207.4 9.4% 50-60 303.8 13.8% 140-150 7.5 0.3%
0-90 1,929.2 87.4% 60-70 253.7 11.5% 150-160 45 0.2%
90-180 277.9 12.6% 70-80 181.1  8.2% 160-170 2.2 0.1%
0-180 2,207.1 100% 80-90 109.5 5.0% 170-180 0.6 0%
Isofootcandle Plot Illuminance at a Distance
Center Beam fc Beam Width
15R 259 fc 6.2 ft 4.5 ft
3.0R 64.8 fc 123t 9.0 ft
45R 28.8 fc 185k 1360t
6.0R 16.2 fc 246fk 1811t
7.R 10.4 fc 30.8fk 2261t
3.0t 7.20fc 370 2710t

M vert, Spread: 123,17
M Horiz, Spread: 112,9°

W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)
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