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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT z:z i
Filename: PD11420-BK - Covina 260 110
Manufacturer: Kuzco Lighting -
Luminaire: Pendant - (-.n.-} mi
Luminaire Cat: PD11420-BK TN .
Lamp Cat: DIS 03-600-930-120-53 + ORI 03-3000-930-120-3 | " 80°
Lamp Output: Total luminaire Lumens: 2637 260 7oe
Max Candela: 777.6 at Horizontal: 90°, Vertical: 3° 330 e
Input Wattage: 55.5 czi
Luminous Opening: Circular (Dia: 15.04") (301 coe
Test: 775_17 730
Test Date: 10 July 2017 . VAT 1
Test Lab: Kuzco Lighting M -90°H
Photometry : Type C
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 593.4 22.5% 0-10 72.3 2.7% 90-100 19.8 0.8%
0-40 971.2 36.8% 10-20 207.2 7.9% 100-110 419 1.6%
0-60 1,706.3 64.7% 20-30 3139 11.9% 110-120 75.0 2.8%
60-90 421.0 16% 30-40 377.8 14.3% 120-130 93.7 3.6%
70-100 185.1 7% 40-50 389.0 14.8% 130-140 96.2 3.6%
90-120 136.7 5.2% 50-60 346.0 13.1% 140-150 81.8 3.1%
0-90 2,127.2 80.7% 60-70 255.6 9.7% 150-160 58.7 2.2%
90-180 509.8 19.3% 70-80 133.6 5.1% 160-170 313 1.2%
0-180 2,637.0 100% 80-90 31.7 1.2% 170-180 114 0.4%
Isofootcandle Plot Illuminance at a Distance
4 E] 2 - 1 i 1 B 3 Center Bean Fc ) Beam Width
) Lo 340 fc 4.3 ft 4.4 ft
.0t 84.9fc 8.6 ft 8.7
45h 37T 126t 13.1 ft
6.0k 21.2[fc 17.1 1t 17.4 Ft
R 13.6 fc Z14l  Z1.8R
a0 9.44 fc 257t 2b6.11t

M vert, Spread: 109,97
M Horiz, Spread: 110,87

W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)
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