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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

PD12722-WT - Anello

Kuzco Lighting

Pendant

PD12722-WT

FLX 50-600-830-120-S (x12)
Total luminaire Lumens: 2987.8
368.0 at Horizontal: 30°, Vertical: 70°
82.3

(L: 20.08", W: 20.08", H: 5.12")
430_16

24 May 2016

Kuzco Lighting

Type C

General Diffuse

Noncutoff

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 121.6 4.1%
0-40 265.1 8.9%
0-60 747.1 25%
60-90 746.9 25%
70-100 577.2 19.3%
90-120 746.9 25%
0-90 1,494.0 50%
90-180 1,493.8 50%
0-180 2,987.8 100%
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Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.

Polar Candela Distribution

Page 1 of 1

270 180° 1702 1e0° 180° 140°
308 120@
247
1z0®
135
B2 100=
CCe o0 q0°
B2 an=
123 70°
185
k0=
247
308 co=
370
Was0os o 10® 20%  30° 40°
B - Max Cd: 30°H -45°H
W -0°H
W -20°H
Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 6.5 0.2% 90-100 144.3 4.8%
10-20 33.5 1.1% 100-110 288.5 9.7%
20-30 81.5 2.7% 110-120 314.1 10.5%
30-40 143.5 4.8% 120-130 271.6 9.1%
40-50 210.3 7.0% 130-140 210.3 7%
50-60 271.6 9.1% 140-150 143.5 4.8%
60-70 314.1 10.5% 150-160 815 2.7%
70-80 288.5 9.7% 160-170 335 1.1%
80-90 144.3 4.8% 170-180 6.5 0.2%
Illuminance at a Distance
Center Beam fo Beam ‘Width
t
1R 19.5 fc | 23t B6.1 Ft
3 0R 4.87 fc 4.6 ft 12.2 ft
45h 2.16 fc 6.9 ft 18.3 ft
60k 1.22 fc 9.2 ft 24.4 ft
7ch 0.78 fc 11.6ft 30.4 ft
quff 0.54 fc 139ft 36.5ft

M vert, Spread: 75.2°
M Horiz, Spread: 127.5°

Reported data calculated from manufacturer's data file, based on IES recommended methods.



