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Polar Candela Distribution
K U Zc 340 180% 170° 160 150°  140°
LI GHTIMNG 283 130°
LUMINAIRE PHOTOMETRIC REPORT j:; 1200
Filename: PD12722-BK - Anello 13 1102
Manufacturer: Kuzco Lighting c7 100e
Luminaire: Pendant ar P
Luminaire Cat: PD12722-BK
Lamp Cat: FLX 50-600-830-120-5 (x12) = s
Lamp Output: Total luminaire Lumens: 2731.4 113 700
Max Candela: 339.3 at Horizontal: 20°, Vertical: 65° 170 i
Input Wattage: 82.1 227
Luminous Opening: (L: 20.08", W: 20.08", H: 5.12") 283 toe
Test: 430_16 340
Test Date: 24 May 2016 B - Max cd: 20° H vAIESS 2?04530; e
Test Lab: Kuzco Lighting W -0°H
Photometry : Type C W -90°H
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 101.2 3.7% 0-10 46 0.2% 90-100 136.1 5%
0-40 227.8 8.3% 10-20 27.0 1.0% 100-110 266.0 9.7%
0-60 668.6 24.5% 20-30 69.6 2.5% 110-120 295.0 10.8%
60-90 697.1 25.5% 30-40 126.6 4.6% 120-130 250.9 9.2%
70-100 538.3 19.7% 40-50 189.9 7.0% 130-140 189.8 6.9%
90-120 697.1 25.5% 50-60 250.9 9.2% 140-150 126.5 4.6%
0-90 1,365.8 50% 60-70 295.0 10.8% 150-160 69.6 2.5%
90-180 1,365.6 50% 70-80 266.0 9.7% 160-170 27.0 1%
0-180 2,731.4 100% 80-90 136.1 5.0% 170-180 46 0.2%
Isofootcandle Plokt Illuminance at a Distance
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Distance in units of mount height {3FE)
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