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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

PD12732-WH - Anello

Kuzco Lighting

Pendant

PD12732-WH

FLX 52-900-930-120-S1 (x12)
Total luminaire Lumens: 5677.8
672.6 at Horizontal: 210°, Vertical: 75°
144.6

(L: 31.5", W: 31.5", H: 4.76")
701_17

24 January 2017

Kuzco Lighting

Type C

General Diffuse

Noncutoff

Zonal Lumen Summary

Polar Candela Distribution

Zone Lumens % Luminaire
0-30 219.6 3.9%
0-40 470.0 8.3%
0-60 1,314.3 23.1%
60-90 1,524.7 26.9%
70-100 1,311.3 23.1%
90-120 1,524.7 26.9%
090 2,839.0 50%
90-180 2,838.7 50%
0-180 5,677.8 100%
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 13.6 0.2% 90-100 355.7 6.3%
10-20 61.9 1.1% 100-110 599.9 10.6%
20-30 144.2 2.5% 110-120 569.1 10%
30-40 250.4 4.4% 120-130 477.8 8.4%
40-50 366.5 6.5% 130-140 366.4 6.5%
50-60 477.8 8.4% 140-150 250.3 4.4%
60-70 569.1 10.0% 150-160 144.2 2.5%
70-80 599.9 10.6% 160-170 61.8 1.1%
80-90 355.7 6.3% 170-180 13.5 0.2%
Illuminance at a Distance
Center Beam fo Beam ‘Width
1R 50:3Fc 21 It 8.3
30R 12.6 fc 423 ft 16.6 ft
45h 5.59 fc 63.4 ft 25.0 ft
60k 3.15fc 84.6 ft 3331t
7ch 2.01 Fc 105.7 ft 41.6 ft
i 1.40 fc 126.8ft 499t

M vert, Spread: 163.5°
M Horiz, Spread: 140.3°

Reported data calculated from manufacturer's data file, based on IES recommended methods.



