KUZCO

Polar Candela Distribution
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Filename: PD12732-BN - Anello 213 1102
Manufacturer: Kuzco Lighting 107 100e
Luminaire: Pendant ar P
Luminaire Cat: PD12732-BN
Lamp Cat: FLX 52-900-930-120-S1 (x12) 103 2
Lamp Output: Total luminaire Lumens: 5355.6 el3 700
Max Candela: 634.0 at Horizontal: 300°, Vertical: 75° 220 i
Input Wattage: 145.4 427
Luminous Opening: (L: 31.5", W: 31.5", H: 4.76") £33 L2
Test: 701_17 il
Test Date: 24 January 2017 B - Max cd: 300° H'"I'ﬁ': 0F 2?04530; e
Test Lab: Kuzco Lighting W -0°H
Photometry : Type C W -90°H
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 205.9 3.8% 0-10 12.3  0.2% 90-100 3459 6.5%
0-40 441.1 8.2% 10-20 58.0 1.1% 100-110 565.9 10.6%
0-60 1,232.9 23% 20-30 1356 2.5% 110-120 533.2 10%
60-90 1,445.1 27% 30-40 235.2 4.4% 120-130 447.8 8.4%
70-100 1,257.8 23.5% 40-50 343.9 6.4% 130-140 343.8 6.4%
90-120 1,445.1 27% 50-60 447.8 8.4% 140-150 235.2 4.4%
0-90 2,677.9 50% 60-70 533.2 10.0% 150-160 135.6 2.5%
90-180 2,677.7 50% 70-80 565.9 10.6% 160-170 579 1.1%
0-180 5,355.6 100% 80-90 3459 6.5% 170-180 123 0.2%
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