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Filename: PD14020-BK - Covina 253 ilo=

Manufacturer: Kuzco Lighting

127 m 100=
Luminaire: Pendant

Luminaire Cat: PD14020-BK TN 2
Lamp Cat: DIS 03-600-930-120-53 + ORI 03-3000-930-120-3 | 7 80°
Lamp Output: Total luminaire Lumens: 2741.9 253 7oe
Max Candela: 752.8 at Horizontal: 90°, Vertical: 1° B l e
Input Wattage: 55.2 coz7 )
Luminous Opening: Rectangle (L: 15.16", W: 15.16") £33 A g0e
Test: 883_17 FEO
Test Date: 29 September 2017 HW-0°H Ml

Test Lab: Kuzco Lighting M -90°H
Photometry : Type C

CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X 7

Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 580.9 21.2% 0-10 70.9 2.6% 90-100 179 0.7%
0-40 950.1 34.7% 10-20 2029 7.4% 100-110 59.0 2.2%
0-60 1,668.2 60.8% 20-30 307.2 11.2% 110-120 112.0 4.1%
60-90 403.4 14.7% 30-40 369.2 13.5% 120-130 1333 4.9%
70-100 171.3 6.2% 40-50 380.0 13.9% 130-140 126.9 4.6%
90-120 189.0 6.9% 50-60 338.2 12.3% 140-150 101.8 3.7%
0-90 2,071.6 75.6% 60-70 250.0 9.1% 150-160 69.4 2.5%
90-180 670.3 24.4% 70-80 128.8 4.7% 160-170 36.7 1.3%
0-180 2,741.9 100% 80-90 246 0.9% 170-180 13.2  0.5%
Isofootcandle Plot Illuminance at a Distance
Center Beam fc Beam Width
15 333 fc ! 4.3t 4.3t
3.0 83.3fc 8.6t 8.7t
45h 37.0fc 129ft 13.0ft
6.0ft 20.8 fc 1721k 1731
2 ch 13.3 fc 21.5fk 2171t
a.0ft 9.25 fc 259t 2601t

M vert, Spread: 110.3°
M Horiz, Spread: 110,67

W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)
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