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Polar Candela Distribution
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Filename: PD6705-BK - Oxford 67 110=
Manufacturer: Kuzco Lighting 283 100e
Luminaire: Pendant
. L=
Luminaire Cat: PD6705-BK SR &
Lamp Cat: PCK 03-1500-930-120-C1 i e
Lamp Output: Total luminaire Lumens: 1196.2 SE7 700
Max Candela: 1,666.4 at Horizontal: 320°, Vertical: 1° 50 T
Input Wattage: 18.7 1,133
Luminous Opening: Circular (Dia: 5") 1,417 coe
Test: 794_17 1700
. ) Way0e  10® 20° 30° 407
Test Date: 27 July 2017 B - Max Cd: 3200 H
Test Lab: Kuzco Lighting W-0°H
Photometry : Type C W -90°H
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 5 X5
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 849.0 71% 0-10 149.2 12.5% 90-100 0.5 0%
0-40 1,062.9 88.9% 10-20 350.2 29.3% 100-110 0.8 0.1%
0-60 1,169.1 97.7% 20-30 349.6 29.2% 110-120 1.3 0.1%
60-90 13.0 1.1% 30-40 214.0 17.9% 120-130 1.9 0.2%
70-100 3.9 0.3% 40-50 83.2 7.0% 130-140 25 0.2%
90-120 2.7 0.2% 50-60 23.0 1.9% 140-150 26 0.2%
0-90 1,182.1 98.8% 60-70 9.6 0.8% 150-160 23 0.2%
90-180 14.1 1.2% 70-80 3.1 0.3% 160-170 1.5 0.1%
0-180 1,196.2 100% 80-90 0.3 0.0% 170-180 0.5 0%
Isofootcandle Plot Illuminance at a Distance
4 3 z 1 i} 1 F 3 Center Bearn fr Beam Width
1R 740 fc 1.3 1.3
3 .0t 185 fc 2.6t 2.6t
4R 82.2Ic 4.0 ft 39
2 6.0k 46.2 fc 53t 5.3
TR 29.6 fc b.6 Ft 6.6 Ft
1
a.0ft 20.5fc 791t 7.9t
M ert, Spread: 47.5°
0 M Horiz, Spread: 47.3°
1
2
3
4
M z0fc 2.5fc 0.2fc
M 10Fc Wifc 0.1fc  Taokal LLF: 85
BWESrc 0.5 fc

Distance in units af mount height (9FE)
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