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Polar Candela Distribution
con 180° 1702 1e0° 180° 140°
LI GHTI NG 417 1200
EEE
LUMINAIRE PHOTOMETRIC REPORT 1200
250
Filename: PD85124-WH - Piazza 167 iig=
Manufacturer: KUZCO LIGHTING a3 100°
Luminaire Cat: PD85124-WH
. [ain iR} q0°
Lamp Output: Total luminaire Lumens: 2115.2
Max Candela: 492.9 at Horizontal: 90°, Vertical: 0.5° . due
Input Wattage: 45 les 70e
Luminous Opening: Rectangle (L: 24.02", W: 24.02") 250 i
Test: 1372-19 333
Test Date: 06 November 2019 417 cge
Test Lab: KUZCO LIGHTING <00
Photometry : Type C H-0°H VAIDT O
CIE Class: Semi-Direct MW -20°H
Cutoff Class: Noncutoff
Nema Type: 7X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 383.1 18.1% 0-10 46.6 2.2% 90-100 18.0 0.9%
0-40 628.9 29.7% 10-20 133.6 6.3% 100-110 56.2 2.7%
0-60 1,118.9 52.9% 20-30 203.0 9.6% 110-120 91.8 4.3%
60-90 325.4 15.4% 30-40 2458 11.6% 120-130 106.5 5%
70-100 162.4 7.7% 40-50 256.4 12.1% 130-140 113.5 5.4%
90-120 166.1 7.9% 50-60 233.7 11.0% 140-150 106.4 5%
0-90 11,4444 68.3% 60-70 181.1 8.6% 150-160 869 4.1%
90-180 670.9 31.7% 70-80 109.0 5.2% 160-170 66.7 3.2%
0-180 2,115.2 100% 80-90 35.4 1.7% 170-180 24.7 1.2%
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