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Polar Candela Distribution
K U Zc 370 1807 1702 1602 1502  140%
LI GHTIMNG 303 130°
LUMINAIRE PHOTOMETRIC REPORT j‘; 1200
Filename: PD85124-BK - Piazza 123 1102
Manufacturer: KUZCO LIGHTING iz 1002
Luminaire Cat: PD85124-BK
L. [ain iR} e
Lamp Output: Total luminaire Lumens: 1575.2
Max Candela: 367.1 at Horizontal: 90°, Vertical: 0.5° & s
Input Wattage: 45 e 7o
Luminous Opening: Rectangle (L: 24.02", W: 24.02") 185 i
Test: 1372-19 247
Test Date: 06 November 2019 0% toe
Test Lab: KUZCO LIGHTING 270
Photometry : Type C H-0°H A 07 I
CIE Class: Semi-Direct M -920°H
Cutoff Class: Noncutoff
Nema Type: 7X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 285.3 18.1% 0-10 34.7  2.2% 90-100 13.4  0.9%
0-40 468.3 29.7% 10-20 995 6.3% 100-110 419 2.7%
0-60 833.2 52.9% 20-30 151.1 9.6% 110-120 68.4 4.3%
60-90 2423 15.4% 30-40 183.0 11.6% 120-130 79.3 5%
70-100 120.9 7.7% 40-50 1909 12.1% 130-140 84.5 5.4%
90-120 123.7 7.9% 50-60 174.0 11.0% 140-150 79.3 5%
090 1,075.6 68.3% 60-70 134.8 8.6% 150-160 64.7 4.1%
90-180 499.6 31.7% 70-80 81.1 5.2% 160-170 49.7 3.2%
0-180 1,575.2 100% 80-90 263 1.7% 170-180 18.4 1.2%
Isofootcandle Plokt Illuminance at a Distance
o 3 2 1#‘ o Cenker Bear fc Biearm Width
e ' e 163 fc 4.6 ft 4.6 ft
2 / g 40.7 fe 9.2ft 9.3t
of "— ] 45h 18.1 fc 137t 139ft
2/ %ﬂ by 10.2 fc 1830 18.5M
! 7ch 6.52 fc 229t 2310t
1f ] i 4.52 fc 275  27.8ft
{ f d

M vert, Spread: 113.5°
M Horiz, Spread: 114.1°
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W 20 fc 25Fc 0.2 fc
W 10fc MWifc 0.1Ffc  Total LLF: 85
Wi 0.5 fc

Distance in units of mount height {3FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.



