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LUMINAIRE PHOTOMETRIC REPORT zz 1209
Filename: WS16114-GB - Mondrian g 110
Manufacturer: Kuzco Lighting 13 100°
Luminaire: Wall Mounted
L Ch: 0 0=
Luminaire Cat: WS16114-GB (DC)
Ballast Desc: WeledPower % a3
Ballast Cat: WP-UL-K25-36-0.7A = 70°
Lamp Output: Total luminaire Lumens: 397 E e
Max Candela: 70.1 at Horizontal: 297.5°, Vertical: 55° =41
Input Wattage: 20.5 £ I
Luminous Opening: Rectangle (L: 11.81", W: 11.81") 75
Test: 1025_18 W Max Cd: 297,500 W22 80 H
Test Date: 14 February 2018 W -0°H -45° H
Test Lab: Kuzco Lighting W -50°H W -67.5°H
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 28.6 7.2% 0-10 3.3 0.8% 90-100 304 7.7%
0-40 50.1 12.6% 10-20 9.7 2.4% 100-110 31.0 7.8%
0-60 106.3 26.8% 20-30 156  3.9% 110-120 31.1 7.8%
60-90 93.2 23.5% 30-40 21.5 54% 120-130 29.6 7.4%
70-100 92.2 23.2% 40-50 264 6.7% 130-140 26.2 6.6%
90-120 92.5 23.3% 50-60 29.8 7.5% 140-150 214 5.4%
0-90 199.5 50.2% 60-70 314 7.9% 150-160 154 3.9%
90-180 197.5 49.8% 70-80 313 7.9% 160-170 9.4 24%
0-180  397.0 100% 80-90 30.5 7.7% 170-180 3.1 0.8%
Isofootcandle Plot Illuminance at a Distance
4 E] 2 1 i 1 B 3 Center Bean Fc Beam Width
1 11.0 fc 46.7fk 2291t 1
E I 30r 2.74 fc 933k 4581t
45R 1.22 fc 140.0ft  68.8ft
2 6.0R 0.69 fc 186.6ft  91.7ft
7R 0.44 fc 2333 114610t
1 : g 0.30 fc 280.0ft 137.5Mt

M vert, Spread: 172,67
M Horiz, Spread: 165,17

W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)
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