!(IUZC

GHTI NG
LUMINAIRE PHOTOMETRIC REPORT

Filename: WS39210-VB - Bengal
Manufacturer: KUZCO LIGHTING
Luminaire: Wall Mount/WALL SCONCE
Luminaire Cat: WS39210-VB
Lamp Cat: ZEGA LHO 03-1000-930-120-S3
Ballast Desc: n/a
Ballast Cat: n/a
Lamp Output: Total luminaire Lumens: 694.5
Max Candela: 118.4 at Horizontal: 27.5°, Vertical: 32.5°
Input Wattage: 12.1

Luminous Opening: Rectangle w/Luminous Sides (L: 7.09", W: 10.24",
H: 2.52")

Test: 1350-19
Test Date: 19 September 2019
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary
Zone Lumens % Luminaire

0-30 43.5 6.3%
0-40 82.1 11.8%
0-60 175.3 25.2%
60-90 172.0 24.8%
70-100 177.7 25.6%
90-120 172.0 24.8%
0-90 347.3 50%
90-180 347.2 50%
0-180  694.5 100%
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Polar Candela Distribution
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Lumens Per Zone
Zone Lumens % Total
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Illuminance at a Distance

WAL 07
M - Max Cd: 27.5°H
W-0°H
W -30°H

Zone
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Zenter Bearn Fo
11.2fc
2.80 fc
1.25[c
0.70 fc
0.45 fc
0.31 fc

M Vert, Spread: 157.1°
M Horiz, Spread: 135.7°

Reported data calculated from manufacturer's data file, based on IES recommended methods.

Page 1 of 1

120
iz
110®
100=
302
207
F0e
E02
coe
10e z0® 30° 400
MW -z225°H
-45%H
M -/7.5°H
Lumens % Total
59.8 8.6%
58.0 8.4%
54.1 7.8%
48.9 7%
44.3  6.4%
38.5 5.5%
27.6 4%
129 1.9%
3.0 0.4%
Beamn Width
14.8 ft 8.0t
297k 1549t
445k 2391t
593k 3181
741 3981
89.0fk 47.7ft



