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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

WS84218-CH - Nepal
KUZCO LIGHTING
WS84218-CH / Wall Mount
WS84218-CH

SLM 63-1200-930-120-S1
Total luminaire Lumens: 884.8
151.1 at Horizontal: 327.5°, Vertical: 90°
16.2

(L: 2.76", W: 2.76", H: 18.5")
1166_18

21 September 2018

KUZCO LIGHTING

Type C

General Diffuse

Noncutoff

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 20.4 2.3%
0-40 48.3 5.5%
0-60 153.0 17.3%
60-90 266.8 30.2%
70-100 292.3 33%
90-120 284.4 32.1%
0-90 419.8 47.4%
90-180 465.0 52.6%
0-180 884.8 100%
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Polar Candela Distribution
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B - Max Cd: 327.5°H
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Lumens Per Zone
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Zone Lumens % Total Zone  Lumens % Total
0-10 0.8 0.1% 90-100 102.4 11.6%
10-20 5.1 0.6% 100-110 96.8 10.9%
20-30 14.5 1.6% 110-120 85.2 9.6%
30-40 27.9 3.2% 120-130 69.2 7.8%
40-50 43.9 5.0% 130-140 51.1 5.8%
50-60 60.9 6.9% 140-150 33.3 3.8%
60-70 77.0 8.7% 150-160 18.2 2.1%
70-80 90.4 10.2% 160-170 7.4 0.8%
80-90 99.5 11.2% 170-180 1.4 0.2%
Illuminance at a Distance
Center Beam Fc Beam Width

1R 1.47 fc T.1fMt

3 0R 0.37 fc 14.3 It

45h 0.16 fc 214t

60k 0.09 fc 28.6 ft

7ch 0.06 fc 357

o 0.04 fc 429t

M Ecam Spread: 134,5°

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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