
Filename: 401144-LED - Cupo

Manufacturer: Kuzco Lighting

Luminaire: Pendant

Luminaire Cat: 401144-LED

Lamp: 120V LED

Lamp Output: Total luminaire Lumens: 1527.6

Max Candela: 696.6 at Horizontal: 90°, Vertical: 5° 

Input Wattage: 46.6

Luminous Opening: Circular (Dia: 26")

Test: 268_16

Test Date: 01 February 2016

Test Lab: Kuzco Lighting

Photometry : Type C

CIE Class: Direct

Cutoff Class: Cutoff

Nema Type: 7 X 7

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 527.8 34.5%

0-40 842.0 55.1%

0-60 1,349.0 88.3%

60-90 164.6 10.8%

70-100 50.4 3.3%

90-120 4.5 0.3%

0-90 1,513.5 99.1%

90-180 14.1 0.9%

0-180 1,527.6 100%

Lumens Per Zone

Zone Lumens  % Total   Zone Lumens % Total

0-10 65.0 4.3%   90-100 1.1 0.1%

10-20 186.1 12.2%   100-110 1.5 0.1%

20-30 276.6 18.1%   110-120 1.9 0.1%

30-40 314.2 20.6%   120-130 2.1 0.1%

40-50 290.2 19.0%   130-140 2.1 0.1%

50-60 216.8 14.2%   140-150 2.0 0.1%

60-70 115.2 7.5%   150-160 1.7 0.1%

70-80 42.0 2.8%   160-170 1.2 0.1%

80-90 7.3 0.5%   170-180 0.4 0%
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Coefficients Of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0

RW %:

RCR: 0

1

2

3

4

5

6

7

8

9

10

70 50 30 0

1.19 1.19 1.19 1.19

1.10 1.06 1.03 1.00

1.02 .95 .89 .84

.94 .84 .77 .72

.86 .76 .68 .62

.80 .68 .60 .54

.74 .62 .54 .48

.69 .56 .48 .43

.64 .52 .44 .38

.60 .48 .40 .35

.57 .44 .37 .32

70 50 30 0

1.16 1.16 1.16 .99

1.08 1.04 1.01 .87

.99 .93 .87 .76

.91 .83 .76 .66

.84 .74 .67 .58

.78 .67 .59 .52

.72 .61 .53 .46

.67 .56 .48 .41

.63 .51 .43 .37

.59 .47 .40 .34

.55 .44 .36 .31

50 30 20

1.11 1.11 1.11

1.00 .97 .95

.89 .85 .81

.80 .74 .70

.72 .65 .60

.65 .58 .53

.59 .52 .47

.54 .47 .42

.50 .43 .38

.46 .39 .34

.43 .36 .31

50 30 20

1.06 1.06 1.06

.96 .94 .92

.86 .82 .79

.77 .72 .68

.70 .64 .60

.63 .57 .52

.57 .51 .47

.53 .46 .42

.48 .42 .38

.45 .39 .34

.42 .36 .31

50 30 20

1.01 1.01 1.01

.92 .90 .89

.83 .80 .77

.74 .70 .67

.67 .63 .59

.61 .56 .52

.56 .50 .46

.51 .46 .41

.47 .42 .37

.44 .38 .34

.41 .35 .31

0

.99

.87

.75

.65

.57

.50

.44

.40

.36

.32

.29
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Candela Table - Type C

0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220 230 240 250 260 270 280 290 300

0 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684 684

5 682 681 681 680 680 679 678 678 678 697 694 692 690 688 687 686 685 684 683 682 682 681 680 680 679 679 678 697 693 691 689

10 672 672 672 672 671 670 670 669 669 688 686 685 683 683 682 682 680 679 678 676 675 673 672 673 672 672 671 687 684 681 679

15 655 655 656 657 656 655 653 652 653 673 671 671 669 670 669 669 668 668 666 664 661 659 658 658 657 657 657 671 668 664 662

20 629 629 631 632 631 629 628 626 627 648 647 647 646 647 647 648 648 647 645 642 639 635 634 635 634 634 633 646 642 639 637

25 593 594 596 598 596 593 592 590 590 612 611 613 613 615 615 617 617 617 614 611 606 602 601 602 601 602 601 611 607 604 602

30 547 549 552 554 552 548 545 544 543 565 565 568 568 572 573 576 576 576 573 569 564 559 557 559 558 559 558 567 563 559 557

35 493 495 498 501 498 494 491 488 488 510 510 514 515 518 521 524 524 525 521 517 511 506 505 506 506 507 506 512 508 504 501

40 430 432 436 439 436 431 428 425 425 446 447 451 452 457 460 464 464 465 460 456 450 444 443 445 445 446 446 449 445 440 438

45 364 367 370 374 371 366 363 360 360 379 380 384 385 390 393 397 397 398 393 390 383 377 377 380 380 382 381 382 379 374 372

50 298 301 305 308 306 301 298 295 295 312 313 317 318 323 326 330 330 331 326 323 316 311 311 314 315 317 316 315 312 308 306

55 230 234 237 242 239 235 232 229 228 244 245 249 250 255 258 262 262 263 258 255 248 243 243 246 248 250 249 247 243 239 238

60 164 167 170 175 173 169 166 163 163 176 178 181 183 187 190 193 194 195 190 187 180 176 175 179 180 183 182 178 175 171 170

65 104 106 110 114 113 108 107 103 103 113 114 118 118 123 125 128 129 130 125 123 116 113 113 116 117 120 119 114 112 109 108

70 56 58 60 64 64 62 62 61 61 67 68 70 70 73 74 77 76 77 74 72 68 66 66 68 68 70 69 65 64 61

75 32 33 35 37 37 36 36 35 36 39 40 41 42 43 44 45 45 45 43 42 40 39 39 40 40 41 40 38 37 35

80 14 15 16 18 18 17 17 17 17 19 20 21 21 23 23 24 24 24 23 22 20 19 19 20 20 21 20 19 18 17

85 1 2 2 3 3 3 2 2 2 4 4 5 5 6 7 7 7 8 7 6 5 4 4 4 5 5 5 4 3 2

90 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

95 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

100 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

105 2 2 2 2 2 2 2 2 2 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 2 2 2

110 2 2 2 2 2 2 2 2 2 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 2 2 2

115 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2

120 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2

125 3 3 3 3 3 3 3 3 3 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 3 3

130 3 3 3 3 3 3 3 3 3 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 3 3

135 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

140 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

145 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

150 4 4 4 4 4 4 4 4 4 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 4 4 4

155 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4

160 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4

165 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4 4

170 5 5 5 5 5 5 5 5 5 5 5 5 5 4 4 4 4 4 4 4 4 4 4 4 4 4 4 5 5 5

175 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5

180 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5
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Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.

Luminaire Report Summary

IESNA:LM-63-2002

[TEST] 268_16

[TESTLAB] Kuzco Lighting

[TESTDATE] 01 February 2016
[ISSUEDATE] 2016-02-01 11:55:23

[NEARFIELD] 

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO-2000A_V1 SYSTEM

[MANUFAC] Kuzco Lighting

[LUMCAT] 401144-LED
[LUMINAIRE] Pendant

[LAMP] 120V LED

FILE: CREATED USING ABSOLUTE PHOTOMETRY

FILE: CANDELA MULTIPLIER: 1
FILE: VERTICAL ANGLES: 37, HORIZONTAL ANGLES: 37

FILE: COORDINATE SYSTEM: TYPE C

FILE: UNIT OF MEASURE: METRIC

FILE: BALLAST FACTOR: 1
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