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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Nema Type

Zonal

G HTING

401214BK-LED - Mina
Kuzco Lighting

Pendant

401214BK-LED

120V LED

DIS 01-600-930-120-S1

Total luminaire Lumens: 338.3
92.0 at Horizontal: 90°, Vertical: 5°
9.5

Circular (Dia: 2.68")

069_15

09 September 2015

Kuzco Lighting

Type C

Semi-Direct

Semicutoff

:5X7

Lumen Summary

Zone Lumens % Luminaire
0-30 71.1 21%
0-40 116.6 34.5%
0-60 209.5 61.9%
60-90 78.8 23.3%
70-100 48.5 14.3%
90-120  25.0 7.4%
0-90 288.3 85.2%
90-180  50.0 14.8%
0-180  338.3 100%
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Lumens Per Zone
Zone Lumens % Total Zone  Lumens % Total
0-10 8.5 2.5% 90-100 78 23%
10-20 24.8 7.3% 100-110 79 23%
20-30 37.8 11.2% 110-120 9.2 2.7%
30-40 45.4 13.4% 120-130 8.8 2.6%
40-50 47.7 14.1% 130-140 7.2 21%
50-60 45.2 13.4% 140-150 51 1.5%
60-70 38.2 11.3% 150-160 28 0.8%
70-80 26.8 7.9% 160-170 1.0 0.3%
80-90 13.8 4.1% 170-180 0.1 0%
Illuminance at a Distance
Center Beam Fc Beam ‘Width
LER 39.5 fc 4.9 ft 52t
200 9.87 fc 9.7 ft 10.5 ft
45 4.39 fc 14.6 It 157 ft
6.0R 247 fc 19.5 ft 21.0ft
7 ch 1.58 fc 24.4 ft 26.2 ft
9.0R 1.10 Fc 29.2 It 315

M Vert, Spread: 116.8°
M Horiz, Spread: 120,4°
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W Z0fc

215iEE 0.2fc
M i0fc Mifc 0.1Ffc  Total LLF: 85
HWEfc 0.5fc

Distance in units of mount height (9Ft)



Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20%

RCC %:

RW %:
RCR: 0
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Candela Table - Type C
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Luminaire Report Summary

IESNA:LM-63-2002
[TEST] 069 15
[TESTLAB] Kuzco Lighting

[TESTDATE] 09 September 2015
[ISSUEDATE] 2015-09-09 14:39:12
[NEARFIELD]

[LAMPPOSITION] 0,0

[OTHER] EVERFINE GO—2000A_V1 SYSTEM
[MANUFAC] Kuzco Lighting

[LUMCAT] 401214BK-LED

[LUMINAIRE] Pendant

[LAMPCAT] DIS 01-600-930-120-S1
[LAMP] 120V LED

FILE: CREATED USING ABSOLUTE PHOTOMETRY

FILE: CANDELA MULTIPLIER: 1

FILE: VERTICAL ANGLES: 37, HORIZONTAL ANGLES: 37
FILE: COORDINATE SYSTEM: TYPE C

FILE: UNIT OF MEASURE: METRIC

FILE: BALLAST FACTOR: 1

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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