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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT ‘2; 1200
Filename: 601432CH-LED - Norfolk £3 110
Manufacturer: Kuzco Lighting a7 100e
Luminaire: Wall Mounted ar P
Luminaire Cat: 601432CH-LED
Lamp Cat: DIS 01-600-930-120-51 (x2) = Al
Lamp Output: Total luminaire Lumens: 868 53 700
Max Candela: 155.6 at Horizontal: 0°, Vertical: 165° &0 i
Input Wattage: 19.3 107
Luminous Opening: (L: 3.15", W: 3.15", H: 4.72") 133 L2
Test: 1045_18 160
Test Date: 23 February 2018 H-0°H VAT 1°°.2?°22?§3 H e
Test Lab: Kuzco Lighting M -20°H -45° H
Photometry : Type C W-67.5°H
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 123.3 14.2% 0-10 146 1.7% 90-100 8.9 1%
0-40 202.2 23.3% 10-20 42.7 4.9% 100-110 274 3.2%
0-60 347.0 40% 20-30 66.0 7.6% 110-120 49.4 5.7%
60-90 83.2 9.6% 30-40 79.0 9.1% 120-130 68.2 7.9%
70-100 44.2 5.1% 40-50 783 9.0% 130-140 79.8 9.2%
90-120  85.7 9.9% 50-60 66.4 7.6% 140-150 79.9 9.2%
0-90 430.2 49.6% 60-70 479 55% 150-160 66.6 7.7%
90-180 437.8 50.4% 70-80 26.6 3.1% 160-170 429 4.9%
0-180  868.0 100% 80-90 8.8 1.0% 170-180 146 1.7%
Isofootcandle Plokt Illuminance at a Distance
4 3 z 1 0 1 z 3 Center Bearn Fi Beam Width
1R b7.7 fc 4.2 ft
£ 3.0ft 16.9 fc 8.4 ft
45h 7.52 fc 126 ft
2 60k 4,23 fc 16.8 ft
) 7ch 271 fc 21.0 ft
9.0 1.88 fc 25.2 ft
0 M Horiz, Spread: 108.9°
il
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W Z0fc 23 e 0.2 fc
W 10fc Hifc 0.1fc  Total LLF: 85
BMSfc 0.5 fc

Distance in units of mount height {3FE)
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