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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT 1200
il
Filename: 601432BK-LED - Norfolk a7 1102
Manufacturer: KUZCO LIGHTING a3 1002
Luminaire: NORFOLK / Wall Mount
. [ain iR} q0°
Luminaire Cat: 601432BK-LED
Lamp Cat: 2X DIS-01-600-930-120-51 <3 ' Al
Lamp Output: Total luminaire Lumens: 705 & 7
Max Candela: 132.3 at Horizontal: 270°, Vertical: 10° A0 i
Input Wattage: 19.3 93
Luminous Opening: (L: 27.56", W: 1.57", H: 27.56") 117 L2
Test: 1086-18 140
Was0os o 10® 20 30° 40°
Test Date: 18 May 2018 H-0°H H-z25H
Test Lab: KUZCO LIGHTING MW -20°H -45°H
M -67.5°H

Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff

Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 104.4 14.8% 0-10 12.5 1.8% 90-100 6.7 1%
0-40 169.1 24% 10-20  36.5 5.2% 100-110 20.7 2.9%
0-60 287.2 40.7% 20-30 554 7.9% 110-120 379 54%
60-90 65.3 9.3% 30-40 64.7 9.2% 120-130 53.6 7.6%
70-100 34.2 4.8% 40-50 645 9.2% 130-140 645 9.2%
90-120  65.3 9.3% 50-60 53.6 7.6% 140-150 64.6 9.2%
0-90 352.5 50% 60-70 37.9 5.4% 150-160 554 7.9%
90-180 3524 50% 70-80 20.7 2.9% 160-170 36.5 52%
0-180 705.0 100% 80-90 6.7 1.0% 170-180 125 1.8%
Isofootcandle Plokt Illuminance at a Distance
4 3 z 1 0 1 z 3 Center Bearn Fi Beam Width
15R LYR:] [ 390
3 3 0R 14.4 fc TO0t
45h 6.42 fc 11.8ft
2 6.0ft 3.61 fc 15.7 ft
: 2.5ft 231 0c 19.6 ft
9.0R 1.60 fc 236t

M Horiz, Spread: 105,3°

4
W 20 fc 25Fc 0.2 fc
W 10fc MWifc 0.1Ffc  Total LLF: 85
Wi 0.5 fc

Distance in units of mount height {3FE)
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