Photometric Report: AT6606-WH - Mica

L1

UZC

GHTING

LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:

Luminaire

AT6606-WH - Mica
KUZCO LIGHTING

: WALL MOUNT / ALL-TERRIOR
Luminaire Cat:
Lamp:

Lamp Cat:

AT6606-WH
AC LED
N/A

Ballast Desc:
Ballast Cat:

Lamp Output:

Max Candela:
Input Wattage:
Luminous Opening:

N/A

N/A

Total luminaire Lumens: 955.1

188.0 at Horizontal: 0°, Vertical: 177.5°
16.4

Rectangle w/Luminous Sides (L: 5.98", W: 0.98",
H: 5.51")

1751-22

14 January 2022
KUZCO LIGHTING
Type C

General Diffuse
Noncutoff

Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 139.0 14.6%
0-40 2254 23.6%
0-60 388.0 40.6%
60-90 83.7 8.8%
70-100 36.8 3.9%
90-120  85.0 8.9%
0-90 471.7 49.4%
90-180 483.4 50.6%
0-180  955.1 100%

Isofootcandle Plot

M 20 fc 2.5 fc 0.2 Fc
W10 fc Mifc 0.1 fc  Taotal LLF: 85
Wcfc 0.5fc IS0% Max Cd

Distance in units of mount height (SFE) --- Max Cd
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Polar Candela Distribution
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WAID? 107 20° 30° 409
HW-0°H W-225"H
MW -90°H -45°H
M -67.5°H
Lumens Per Zone
Zone Lumens % Total Zone  Lumens % Total
0-10 17.1 1.8% 90-100 57 0.6%
10-20 48.8 5.1% 100-110 255 2.7%
20-30 73.0 7.6% 110-120 53.8 5.6%
30-40 86.4 9.0% 120-130 77.2  8.1%
40-50 87.2 9.1% 130-140 89.5 9.4%
50-60 75.4 7.9% 140-150 88.8 9.3%
60-70 52.6 5.5% 150-160 751 7.9%
70-80 25.1 2.6% 160-170 50.2 5.3%
80-90 6.0 0.6% 170-180 176  1.8%
INluminance at a Distance
Center Beam Fc Bearn Ywidth
> cht 29.1 fc b.7 ft
C Rt 7.29 fc 13.3 ft
7 5t 3.24 fc 20.0 ft
10.0R 1.82 fc 26.6 ft
17 5t 1.17 fc 333
15 0Rt 0.51 fc 40.0 ft

M Horiz. Spread: 106,2°

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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