Photometric Report: AT6606-BK-UNV - Mica

Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT 122 1200
Filename: AT6606-BK-UNV - Mica B0 g
Manufacturer: KUZCO LIGHTING 20 1002
Luminaire: WALL SCONCE/ WALL MOUNT co: i ane
Luminaire Cat: AT6606-BK-UNV a0 e
Lamp: DC LED
&0 70°
Lamp Cat: N/A
Lamp Output: Total luminaire Lumens: 839.7 2 I\ 02
Max Candela: 170.5 at Horizontal: 0°, Vertical: 0° Ll \;.
Input Wattage: 15.3 150 S0
Luminous Opening: Rect:'langle w/Luminous Sides (L: 2.52", W: 6.1", H: 180 e e ———
5.47%) N -0°H W -z25°H
Test: 1958-22 W -90°H -45°H
Test Date: 22 June 2022 e
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 127.4 15.2% 0-10 16.0 1.9% 90-100 54 0.6%
0-40 204.9 24.4% 10-20 45.0 5.4% 100-110 22.1 2.6%
0-60 349.3 41.6% 20-30 66.4 7.9% 110-120 45.8 5.5%
60-90 73.8 8.8% 30-40 77.5 9.2% 120-130 655 7.8%
70-100 32.7 3.9% 40-50 77.7 9.3% 130-140 764 9.1%
90-120 73.3 8.7% 50-60 66.7 7.9% 140-150 76.6 9.1%
0-90 423.1 50.4% 60-70 46.5 5.5% 150-160 653 7.8%
90-180 416.6 49.6% 70-80 22.1  2.6% 160-170 44.0 5.2%
0-180  839.7 100% 80-90 52 0.6% 170-180 155 1.8%
Isofootcandle Plot Illuminance at a Distance
4 E Center Beam fo Bieam Width
230 15.7 fc 8.0t 8.5 ft
3 A 3.80 fc 16.2ft 17.3H
10.0R 1.71 Fc 24.1 ft 259t
z e 0.96 fc J21ft 344ft
'/ N ... .. TR
2000R : f E

W vert, Spread: 100,72
M Horiz, Spread: 104,5¢

4
W 20 Fc Z.5fc 0.2 fc
W 10 fc Wifc 0.1 fc  Taotal LLF: 85
HEfc 0.5Ffc M 50% Max Cd

Distance in units of mount height (SFE) - - - Max Cd
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