Photometric Report: AT6610-WH - Mica
Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT i
Filename: AT6610-WH - Mica v
Manufacturer: KUZCO LIGHTING 28
Luminaire: WALL MOUNT / ALL-TERIOR e
Luminaire Cat: AT6610-WH o
Lamp: AC LED -
Lamp Cat: N/A o
Ballast Desc: N/A
Ballast Cat: N/A Ba
Lamp Output: Total luminaire Lumens: 887.8 142
. ; . o ical o 170
Max Candela: 164.4 at Horizontal: 180°, Vertical: 177.5 VAID® 10° 20° 30°
Input Wattage: 19.5 M -0"H M-z225"H
Luminous Opening: Rectangle (L: 10", W: 5.51") W -50°H = gg;‘j H

Test: 1589-21
Test Date: 02 March 2021
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X 5

Zonal Lumen Summary Lumens Per Zone

Zone Lumens % Luminaire Zone Lumens % Total
0-30 118.8 13.4% 0-10 145 1.6%
0-40 194.5 21.9% 10-20 415 4.7%
0-60 341.8 38.5% 20-30 628 7.1%
60-90 87.3 9.8% 30-40 75.7 8.5%
70-100  43.0 4.8% 40-50 77.7 8.8%
90-120 94.0 10.6% 50-60 69.6 7.8%
0-90 429.1 48.3% 60-70 52.0 5.9%
90-180 458.7 51.7% 70-80 279 3.1%
0-180 887.8 100% 80-90 73 0.8%
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Zone  Lumens % Total
90-100 7.7 0.9%
100-110  30.1 3.4%
110-120 56.2 6.3%
120-130 75.0 8.4%
130-140 83.3 9.4%

140-150  80.2

9%

150-160 66.5 7.5%

160-170  44.2

5%

170-180 155 1.7%

Illuminance at a Distance

Center Beam fc Biearn Width

249fc A 25 73ft
6.22 Ic 500t 145t
2.76 Ic T4 It 21.8 1t
1.55 fc 9.9 ft 29.0 It
0.99 Ic 12.4 It 36.3 it
0.69 fc 149t 43.6 ft

M vert, Spread: 52.5°

M Horiz, Spread; 110.9°
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Photometric Report: AT6610-WH - Mica

Isofootcandle Plok
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M 20 fc 2.5fc 0.2 fc

W 10fc Hi1fc 0.1Ffc  Tatal LLF: 85
M-S 0.5fc W 50% Max Cd

Distance in units of mount height (SR --- Max d

Photometrics Pro 1.3.29 copyright 2003-2022 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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