Photometric Report: AT6610-BN - Mica

KUZC

GHTING

LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:

Luminaire

Luminaire Cat:
Lamp:

Lamp Cat:

Ballast Desc:
Ballast Cat:

Lamp Output:

Max Candela:
Input Wattage:
Luminous Opening:

Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Nema Type

AT6610-BN - Mica

KUZCO LIGHTING

: WALL MOUNT / ALL-TERRIOR
AT6610-BN

AC LED

N/A

N/A

N/A

Total luminaire Lumens: 769.6
138.4 at Horizontal: 0°, Vertical: 2.5°
20.7

5.51")

1753-22

14 January 2022
KUZCO LIGHTING
Type C

General Diffuse
Noncutoff

17 X7

Zonal Lumen Summary

W 20 fc 2
W10 fc i
WSl n

Diskance in units

Photometrics Pro 1.3.29 copyright 2003-2022 by jSolutions, Inc.

Zone Lumens % Luminaire
0-30 107.5 14%
0-40 176.0 22.9%
0-60 309.6 40.2%
60-90 81.6 10.6%
70-100  40.7 5.3%
90-120 79.4 10.3%
0-90 391.2 50.8%
90-180 378.4 49.2%
0-180  769.6 100%
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 13.1 1.7% 90-100 7.0 0.9%
10-20 375 4.9% 100-110 256 3.3%
20-30 57.0 7.4% 110-120 46.8 6.1%
30-40 68.5 8.9% 120-130 62.0 8.1%
40-50 70.1 9.1% 130-140 68.5 8.9%
50-60 63.5 8.3% 140-150 65.8 8.6%
60-70 479 6.2% 150-160 544 7.1%
70-80 26.3  3.4% 160-170 358 4.6%
80-90 7.4 1.0% 170-180 125 1.6%
INluminance at a Distance
Center Beam Fo Bearn YWwidth
5 R 2z2.1 fc T.4 ft 7.6t
c Rt 553 [c 147 151t
2 ER 2.46 fc Z2Aft 227R
10.0f 1.38 fc 205k 30.2R
o 0.88 fc 369k 378
iE.0f 0.61 fc 44.2ft 454t

W vert, Spread: 111.7°
M Horiz, Spread: 113,07

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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