Photometric Report: CF91954-BN_WH - Thalia

Polar Candela Distribution

K U Zc 0 o 120° 170° 1602 1502 1409
G HT 317 130=
253
LUMINAIRE PHOTOMETRIC REPORT o 1200
Filename: CF91954-BN_WH - Thalia 127 g
Manufacturer: KUZCO LIGHTING 3 1002
Luminaire: CEILING MOUNT o a0
Luminaire Cat: CF91954-BN/WH 63 e
Lamp: AC LED
127 705
Lamp Cat: LB2F120L930-18-102
Ballast Desc: NA 12 O
Ballast Cat: NA e
Lamp Output: Total luminaire Lumens: 1190.6 317 S0
Max Candela: 372.0 at Horizontal: 270°, Vertical: 1° £ e e ——
Input Wattage: 18.4 H-0°H
Luminous Opening: Circular (Dia: 7.99") W -o0°H
Test: 2442-24
Test Date: 28 March 2024
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 284.9 23.9% 0-10 347 2.9% 90-100 174  1.5%
0-40 466.8 39.2% 10-20 99.4 8.4% 100-110 11.8 1%
0-60 830.4 69.7% 20-30 150.7 12.7% 110-120 12.1 1%
60-90 275.2 23.1% 30-40 181.9 15.3% 120-130 12.0 1%
70-100 153.4 12.9% 40-50 189.6 15.9% 130-140 11.2 0.9%
90-120 413 3.5% 50-60 174.0 14.6% 140-150 9.2 0.8%
0-90 1,105.6 92.9% 60-70 139.1 11.7% 150-160 6.4 0.5%
90-180  85.0 7.1% 70-80 915 7.7% 160-170 3.7 0.3%
0-180 1,190.6 100% 80-90 445 3.7% 170-180 1.2 0.1%
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--- Max Cd

W vert, Spread: 113.0°
M Horiz, Spread: 114,4°

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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