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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire Cat:
Lamp Output:

CH85332-WH - Piazza
KUZCO LIGHTING
CH85332-WH

Total luminaire Lumens: 6342.9

Max Candela: 1,502.8 at Horizontal: 90°, Vertical: 2.5°
Input Wattage: 135
Luminous Opening: Rectangle (L: 31.5", W: 31.5")
Test: 1370-19
Test Date: 04 November 2019
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Semi-Direct

Cutoff Class: Noncutoff

Nema Type: 7 X 7
Zonal Lumen Summary
Zone Lumens % Luminaire
0-30 1,158.5 18.3%
0-40 1,899.2 29.9%
0-60 3,369.6 53.1%
60-90 955.3 15.1%
70-100 474.4 7.5%
90-120 502.9 7.9%
0-90 4,324.8 68.2%
90-180 2,018.1 31.8%
0-180 6,342.9 100%
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Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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Polar Candela Distribution
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Lumens Per Zone
Zone Lumens % Total Zone  Lumens % Total
0-10 141.2 2.2% 90-100 57.6 0.9%
10-20 404.2 6.4% 100-110 1729 2.7%
20-30 613.0 9.7% 110-120 2724 4.3%
30-40 740.7 11.7% 120-130 324.8 5.1%
40-50 770.8 12.2% 130-140 341.1 5.4%
50-60 699.5 11.0% 140-150 317.6 5%
60-70 538.5 8.5% 150-160 2674 4.2%
70-80 318.7 5.0% 160-170 192.4 3%
80-90 98.2 1.5% 170-180 719 1.1%
Illuminance at a Distance
Center Beam Fc Beam Width
1R bibd Fc 4.5t 4.6 ft
3 0R 166 feg 89ft 9.2 It
45h 738 [c 13.4 It 1391t
60k 41.5 fc 1791t 18.5t
7ch 26.6 fc 223 2310t
9.0k 18.4 fc 268k 27.7Mt

M vert, Spread: 112.2°
M Horiz, Spread: 114.0°



