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K U Z c Polar Candela Distribution
210 180% 1707 160% 150° 140°
LI GHTIMNG 175 1207
LUMINAIRE PHOTOMETRIC REPORT 1:2 1209
Filename: EB39924-BK - Loki 70 i10e
Manufacturer: KUZCO LIGHTING 2 100e
Luminaire: Exterior Bollard — y s
Luminaire Cat: EB39924-BK
Lamp: DC LED 3 80°
Lamp Cat: Unknown 70 70°
Lamp Output: Total luminaire Lumens: 1002.1 105 e
Max Candela: 205.4 at Horizontal: 180°, Vertical: 90.5° 140
Input Wattage: 12.1 175 oo
Luminous Opening: Circular (Dia: 0.04") 210
Test: 1441-20 - VALD® 0SS 2l
Test Date: 05 February 2020 M -90°H
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X7

Zonal Lumen Summary Lumens Per Zone

Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 8.8 0.9% 0-10 0.2 0.0% 90-100 130.8 13%
0-40 32.1 3.2% 10-20 1.1 0.1% 100-110 120.4 12%
0-60 150.0 15% 20-30 7.6 0.8% 110-120 100.3 10%
60-90 346.5 34.6% 30-40 23.3 2.3% 120-130 745 7.4%
70-100 3794 37.9% 40-50 45.9 4.6% 130-140 473 4.7%
90-120 351.4 35.1% 50-60 72.1 7.2% 140-150 23.7 2.4%
0-90 496.5 49.5% 60-70 978 9.8% 150-160 7.6 0.8%
90-180 505.6 50.5% 70-80 1185 11.8% 160-170 1.0 0.1%
0-180 1,002.1 100% 80-90 130.1 13.0% 170-180 0.1 0%
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Distance in units of mount height (9FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.



