Page 1 of 1

Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT jzz .
Filename: EC34507-GY - Ridge 127 1102
Manufacturer: KUZCO LIGHTING 63 100°
Luminaire: RIDGE / Exterior Ceiling Mount
Luminaire Cat: EC34507-GY =N e
Lamp: 93CRI; 2929K; R9=60 & -
Ballast Desc: n/a 127 Foe
Ballast Cat: n/a 130 .
Lamp Output: Total luminaire Lumens: 1249.9 253
Max Candela: 371.6 at Horizontal: 80°, Vertical: 1° 217 cie
Input Wattage: 19.3 280
Luminous Opening: Rectangle w/Luminous Sides (L: 5.51", W: 5.51", H: W - Max Cd: 50° H i
0.59") H-0°H
Test: 1284_19 M -920°H
Test Date: 09 January 2019
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 295.8 23.7% 0-10 353  2.8% 90-100 19.2  1.5%
0-40 491.5 39.3% 10-20 102.3  8.2% 100-110 1.2 0.9%
0-60 899.6 72% 20-30 158.2 12.7% 110-120 52 0.4%
60-90  306.1 24.5% 30-40 195.7 15.7% 120-130 23 0.2%
70-100 164.1 13.1% 40-50 209.8 16.8% 130-140 20 0.2%
90-120 35.6 2.8% 50-60 198.3 15.9% 140-150 1.7 0.1%
0-90 1,205.7 96.5% 60-70 161.2 12.9% 150-160 1.4 0.1%
90-180  44.2 3.5% 70-80 102.6 8.2% 160-170 0.9 0.1%
0-180 1,249.9 100% 80-90 422 3.4% 170-180 0.3 0%
Isofootcandle Plot Illuminance at a Distance
Center Beam fc Bieam ‘Width
15 165 fc 5.4 ft 53R
3.0 41.2 fc 10.7ft  10.6Ft
45H 18.3 fc 16.1ft 159Ft
6.0t 10.3 fc 214ft  Z21.21t
7 Cht 6.60 fc 268k 265t
9.0t 4.58 fc 322t 3181

M vert, Spread: 121.5°
M Horiz, Spread: 120,92

4 o -
W 20 fc 2.5fc 0.2 fc
W 10fc W1fc 0.1fc  Total LLF: 85
MEfc 0.5 fc

Distance in units of mount height (9Ft)
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