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GHTI NG

LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:
Ballast Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Nema Type

EC44511-BK - Bailey

KUZCO LIGHTING

BAILEY /Exterior Ceiling Mount
EW44511-BK

93 CRI, 2929K, R9=60 AC BOARD
LED BOARD

N/A

N/A

Total luminaire Lumens: 2034
630.4 at Horizontal: 157.5°, Vertical: 1°
31.6

Circular (Dia: 9.45")

1294_19

17 January 2019

KUZCO LIGHTING

Type C

Direct

Cutoff

1 7X7

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 498.2 24.5%
0-40 824.9 40.6%
0-60 1,498.4 73.7%
60-90  478.3 23.5%
70-100 2414 11.9%
90-120 43.6 2.1%
0-90 1,976.7 97.2%
90-180  57.3 2.8%
0-180 2,034.0 100%

Isofootcandle Plot

4 .
W z0fc Z.5fc 0.2 fc
M 10fc W1fc 0.1fc  Total LLF: 85
WS 0.5 fc

Distance in units of mount height (9Ft)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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Polar Candela Distribution
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Zone Lumens % Total Zone Lumens % Total
59.8  2.9% 90-100 234 1.2%
172.8 8.5% 100-110 13.8 0.7%
265.7 13.1% 110-120 6.4 0.3%
326.7 16.1% 120-130 34 0.2%
347.8 17.1% 130-140 3.2 0.2%
325.7 16.0% 140-150 29 0.1%
260.3 12.8% 150-160 23 0.1%
159.7 7.8% 160-170 1.5 0.1%
583 2.9% 170-180 0.5 0%
Illuminance at a Distance

Center Beam fc Bieam Width

280 fc 52t 52

70.0 f¢ 1040 104

31.1 fc 156/ 157ft

17.5fc 209k 2090t

11.2 fc 26.1ft 26.1ft

T.78 Ic 313K 31.3R

9.0f

W vert, Spread: 120.2°
M Horiz, Spread: 120,22



