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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REFORT :z; 1209
Filename: EW27140-BK - Plateau 203 1102
Manufacturer: KUZCO LIGHTING 153 100°
Luminaire: PLATEAU Wall Sconce / Wall Mount
Luminaire Cat: EW27140-BK oS b
Lamp: LED w/ Driver & S
Lamp Cat: Not Available 303 e
Ballast Desc: Input: 90-130VAC, 0.49A; Output: 28-40VDC, 455 .
1150mA, 46W Max 607
Ballast Cat: HUEUC DR-CV-60, Mod: DR-CC-60 755 cipe
Lamp Output: Total luminaire Lumens: 2647.8 o
Max Candela: 901.7 at Horizontal: 180°, Vertical: 177.5° WAr0e 10° 20° 30° 402
M -0°H M -225°H
Input Wattage: 49.2 HW-o0°H - 450 H
Luminous Opening: Rectangle (L: 36.61", W: 3.94") M -67.5°H
Test: 1240-18
Test Date: 05 November 2018
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X5
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 562.6 21.2% 0-10 81.2  3.1% 90-100 18.2 0.7%
0-40 804.6 30.4% 10-20 216.8 8.2% 100-110 45.0 1.7%
0-60 1,161.4 43.9% 20-30 264.6 10.0% 110-120 90.2 3.4%
60-90  155.6 5.9% 30-40 2419 9.1% 120-130 148.7 5.6%
70-100 82.5 3.1% 40-50 207.1 7.8% 130-140 207.0 7.8%
90-120 153.3 5.8% 50-60 149.7 5.7% 140-150 245.8 9.3%
0-90 1,317.0 49.7% 60-70 913 3.4% 150-160 274.5 10.4%
90-180 1,330.8 50.3% 70-80 45.7 1.7% 160-170 2194 8.3%
0-180 2,647.8 100% 80-90 186 0.7% 170-180 82.1 3.1%
Isofootcandle Plot Illuminance at a Distance
Zenter Beam Fo Bieam Width
e, 395fc | 12R 23R
3.0 98.8 fc 250 4.6 ft
45h 43.9fc 37 6.9 ft
6 .0ft 24.7 fc S0 9.2t
7.ch 15.8 fc 6.2ft 1150
9.0t 11.0 fc 75 138t

W vert, Spread: 45.0°
M Horiz, Spread: 74,8

4
W Z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1fc  Total LLF: 85
Msfc 0.5fc

Distance in units of mount height (9FE)
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Reported data calculated from manufacturer's data file, based on IES recommended methods.



