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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT :: 1200
Filename: EW64906-BK - Signal 2 1102
Manufacturer: KUZCO LIGHTING 1% 100°
Luminaire: WALL MOUNT/WALL SCONCE o S
Luminaire Cat: EW64906-BK
Lamp: AC LED 1 e
Lamp Cat: DLM47C10W120VxxxD_V1_3 B2 70
Ballast Desc: NA 4 .
Ballast Cat: NA B3
Lamp Output: Total luminaire Lumens: 480 74 cie
Max Candela: 92.2 at Horizontal: 12.5°, Vertical: 152.5° ag
Input Wattage: 10.2 W oMaxCd 1250H  Wez2EH
Luminous Opening: Circular (Dia: 5.91") H-0°H -45° H
Test: 1380-19 L2l i B el
Test Date: 13 November 2019
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 53.9 11.2% 0-10 57 1.2% 90-100 20.8 4.3%
0-40 92.2 19.2% 10-20 17.9 3.7% 100-110 24.2 5%
0-60 167.1 34.8% 20-30 304 6.3% 110-120 28.8 6%
60-90 72.3 15.1% 30-40 383 8.0% 120-130 35.1 7.3%
70-100 64.5 13.4% 40-50 39.4 8.2% 130-140 39.2 8.2%
90-120 73.9 15.4% 50-60 355 7.4% 140-150 38.2 8%
0-90 239.4 49.9% 60-70 28.6 6.0% 150-160 30.5 6.4%
90-180 240.6 50.1% 70-80 233 4.9% 160-170 18.0 3.8%
0-180 480.0 100% 80-90 20.4 4.2% 170-180 57 1.2%
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Distance in units of mount height (9FE)
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