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Polar Candela Distribution
K U Zc a0 120® 1702 1e0° 1S0°  140°
LI GHTIMNSG 20% 130°
LUMINAIRE PHOTOMETRIC REPORT i;; 1200
Filename: EW7512-BK - Logan a3 110°
Manufacturer: Kuzco Lighting 4 100e
Luminaire: Wall Mounted ar P
Luminaire Cat: EW7512-BK
Lamp Cat: 120V LED = U
Lamp Output: Total luminaire Lumens: 394.4 83 700
Max Candela: 247.6 at Horizontal: 0°, Vertical: 175° 125 i
Input Wattage: 14.1 167
Luminous Opening: Rectangle (L: 3.94", W: 1.18") 208 L2
Test: 819_17 250
Test Date: 29 August 2017 H-0°H vHLS 1°°.2?°22?§3 H 1y
Test Lab: Kuzco Lighting M -20°H -45° H
Photometry : Type C W-67.5°H
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 61.9 15.7% 0-10 8.6 2.2% 90-100 29 0.7%
0-40 94.0 23.8% 10-20 22.8 5.8% 100-110 7.6  1.9%
0-60 142.6 36.1% 20-30 30.6 7.8% 110-120 14.4 3.6%
60-90 17.3 4.4% 30-40 32.1 8.1% 120-130 22.2 5.6%
70-100 9.3 2.4% 40-50 284 7.2% 130-140 304 7.7%
90-120 24.8 6.3% 50-60 20.2 5.1% 140-150 39.1 9.9%
0-90 159.9 40.5% 60-70 109 2.8% 150-160 50.2 12.7%
90-180 234.5 59.5% 70-80 47 1.2% 160-170 46.3 11.7%
0-180 394.4 100% 80-90 1.7 04% 170-180 21.6 5.5%
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Distance in units of mount height {3FE)
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