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Polar Candela Distribution

360 1807 1702 1602 1502  140%
G H T 29z 1202
LUMINAIRE PHOTOMETRIC REPORT j:: 1200
Filename: FM12716-WH - Anello 17 1102
Manufacturer: Kuzco Lighting ca 100e
Luminaire: Ceiling Mounted ar P
Luminaire Cat: FM12716-WH
Lamp Cat: FLX 51-800-930-120-S1 (x6) = Al
Lamp Output: Total luminaire Lumens: 1384.9 117 700
Max Candela: 343.3 at Horizontal: 350°, Vertical: 65° 175 i
Input Wattage: 51.7 233
Luminous Opening: (L: 14.17", W: 14.17", H: 5.12") 292 L2
Test: 419_16 250
Test Date: 17 May 2016 B - Max cd: 350° H'"I'ﬁ': 5 1°°.2?°22?§3 H e
Test Lab: Kuzco Lighting W -0°H -45° H
Photometry : Type C W -90°H W-67.5°H
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 84.7 6.1% 0-10 3.1  0.2% 90-100 82.9 6%
0-40 198.3 14.3% 10-20 21.6 1.6% 100-110 426 3.1%
0-60 606.0 43.8% 20-30 60.0 4.3% 110-120 8.7 0.6%
60-90 636.6 46% 30-40 113.6 8.2% 120-130 28 0.2%
70-100 448.2 32.4% 40-50 174.7 12.6% 130-140 1.9 0.1%
90-120 134.3 9.7% 50-60 233.0 16.8% 140-150 1.4 0.1%
090 1,242.6 89.7% 60-70 271.3 19.6% 150-160 1.0 0.1%
90-180 142.3 10.3% 70-80 230.4 16.6% 160-170 0.6 0%
0-180 1,384.9 100% 80-90 1349 9.7% 170-180 0.2 0%
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