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Polar Candela Distribution
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GHTING 208 1300
LUMINAIRE PHOTOMETRIC REPORT & 1200
135
Filename: FM12722-WT - Anello 123 110=
Manufacturer: Kuzco Lighting iz 1002
Luminaire: Ceiling Mounted
Ll Tl

Luminaire Cat: FM12722-WT

Lamp Cat: FLX 50-600-930-120-51 (X12) 5
Lamp Output: Total luminaire Lumens: 1560.8 les
Max Candela: 368.5 at Horizontal: 350°, Vertical: 70° 185
Input Wattage: 102.3 247
Luminous Opening: (L: 20.08", W: 20.08", H: 5.12") 308 toe
Test: 508_16 =70
Test Date: 20 July 2016 B - Max cd: 350° H'"I'ﬁ': 0% I
Test Lab: Kuzco Lighting W -0°H
Photometry : Type C W -90°H
CIE Class: Direct
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 107.9 6.9% 0-10 53 0.3% 90-100 61.5 3.9%
0-40 240.1 15.4% 10-20 29.2 1.9% 100-110 12.2 0.8%
0-60 700.5 44.9% 20-30 73.4 4.7% 110-120 29 0.2%
60-90 776.2 49.7% 30-40 132.3 8.5% 120-130 22 0.1%
70-100 526.0 33.7% 40-50 198.1 12.7% 130-140 1.8 0.1%
90-120 76.6 4.9% 50-60 262.2 16.8% 140-150 1.5 0.1%
090 1,476.7 94.6% 60-70 311.7 20.0% 150-160 1.1 0.1%
90-180 84.1 5.4% 70-80 301.9 19.3% 160-170 0.7 0%
0-180 1,560.8 100% 80-90 162.6 10.4% 170-180 0.2 0%
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