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Polar Candela Distribution
K U Zc 380 1809 170° 1602 150° 1409
LI GHTIMNG 317 1300
LUMINAIRE PHOTOMETRIC REPORT j:z o
Filename: FM12722-BK - Anello 127 1102
Manufacturer: Kuzco Lighting 63 100°
Luminaire: Ceiling Mounted s p—
Luminaire Cat: FM12722-BK
Lamp Cat: FLX 50-600-930-120-S1 (X12) & s
Lamp Output: Total luminaire Lumens: 1545.4 1es 708
Max Candela: 370.9 at Horizontal: 350°, Vertical: 70° 130 i
Input Wattage: 102.1 253
Luminous Opening: (L: 20.08", W: 20.08", H: 5.12") 317 toe
Test: 537_16 a0
Test Date: 10 August 2016 B - Max cd: 350° H'"I'ﬁ': 0% I
Test Lab: Kuzco Lighting W -0°H
Photometry : Type C W -90°H
CIE Class: Direct
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 108.7 7% 0-10 5.6 0.4% 90-100 56.1 3.6%
0-40 241.2 15.6% 10-20 29.5 1.9% 100-110 109 0.7%
0-60 702.1 45.4% 20-30 73.7 4.8% 110-120 2.7 0.2%
60-90 766.3 49.6% 3040 132.5 8.6% 120-130 2.1 0.1%
70-100 511.1 33.1% 40-50 198.4 12.8% 130-140 1.8 0.1%
90-120 69.8 4.5% 50-60 262.4 17.0% 140-150 1.5 0.1%
0-90 1,468.4 95% 60-70 311.3 20.1% 150-160 1.1 0.1%
90-180 77.1 5% 70-80 299.5 19.4% 160-170 0.7 0%
0-180 1,545.4 100% 80-90 155.5 10.1% 170-180 0.2 0%
Isofootcandle Plokt Illuminance at a Distance
a Center Beam Fc Beam Width
e, 164fc L 16f 7.0R
3 3 0R 4.11 fc 321 14.1ft
45h 1.83 fc 4.8 ft 21.1 1t
2 60k 1.03 fc 6.4 ft 28.2 It
7ch 0.66 fc 8.0 ft 35.2 ft
1 - 0.46 fc 96ft 42.3f
W ert, Spread: 56.2°
0 i M Horiz, Spread: 133.9°
il
z
3
4 .
W Z0fc 23 e 0.2 fc
W 10fc Hifc 0.1fc  Total LLF: 85
BMSfc 0.5 fc

Distance in units of mount height {3FE)
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