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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT :; 1209
Filename: FM3506-VB_CL - Bedford 4 iig=
Manufacturer: Kuzco Lighting 22 100°
Luminaire: Ceiling Mounted
. [ain iR} e
Luminaire Cat: FM3506-VB/CL
Lamp Output: Total luminaire Lumens: 532.4 22 E
Max Candela: 124.7 at Horizontal: 300°, Vertical: 17° = 70°
Input Wattage: 9.8 ES i
Luminous Opening: Circular (Dia: 5.91") 87
Test: 966_18 10% cge
Test Date: 10 January 2018 120
Test Lab: Kuzco Lighting B - Max Cd: 300° H'""ﬁ': 0% 10% BN
Photometry : Type C W -0°H
CIE Class: Semi-Direct W -90°H
Cutoff Class: Semicutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 100.5 18.9% 0-10 11.6  2.2% 90-100 16.4 3.1%
0-40 166.9 31.3% 10-20 349 6.5% 100-110 19.0 3.6%
0-60 307.0 57.7% 20-30 54.0 10.1% 110-120 209 3.9%
60-90  123.7 23.2% 30-40 66.4 12.5% 120-130 18.1 3.4%
70-100 815 15.3% 40-50 714 13.4% 130-140 134 2.5%
90-120 56.3 10.6% 50-60 68.7 12.9% 140-150 8.2 1.5%
0-90 430.7 80.9% 60-70 58.6 11.0% 150-160 4.1 0.8%
90-180 101.7 19.1% 70-80 42.2 7.9% 160-170 1.4 0.3%
0-180 5324 100% 80-90 22.8 4.3% 170-180 0.2 0%
Isofootcandle Plokt Illuminance at a Distance
a El 2 1 0 1 E & Center Beam fo Beam ‘Width
1R 53.9f1c 591t 5.9t
g 3.0 13.5fc 11.9ft 119ft
45h 5.98 fc 178k 178
2z 60k 3.37Ic 238k 23810t
7ch 2.15fc 297k 2970t
- 9.0 1.50 fc 35.7ft  356ft
W ert. Spread: 126.5°
0 M Horiz, Spread: 126.4°
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W Z0fc 23 e 0.2 fc
W 10fc Hifc 0.1fc  Total LLF: 85
BMSfc 0.5 fc

Distance in units of mount height {3FE)
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