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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT :z 1200
Filename: FM4201-WH - Organika a7 110®
Manufacturer: Kuzco Lighting 2 100°
Luminaire: Ceiling Mounted LT A
Luminaire Cat: FM4201-WH
Lamp Cat: DIS 0531-1200-930-120-S1 = 80°
Lamp Output: Total luminaire Lumens: 388 & Foe
Max Candela: 136.6 at Horizontal: 90°, Vertical: 1° a0 e
Input Wattage: 14.9 93
Luminous Opening: Circular (Dia: 2.95") 117 coe
Test: 781_17 140
Test Date: 13 July 2017 . Ml
Test Lab: Kuzco Lighting M -90°H
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 105.7 27.2% 0-10 129 3.3% 90-100 04 0.1%
0-40 173.1 44.6% 10-20 36.9 9.5% 100-110 0.5 0.1%
0-60 306.0 78.9% 20-30 559 14.4% 110-120 0.6 0.2%
60-90 77.8 20% 30-40 67.5 17.4% 120-130 0.6 0.2%
70-100 31.1 8% 40-50 70.0 18.0% 130-140 0.7 0.2%
90-120 1.5 0.4% 50-60 62.9 16.2% 140-150 0.6 0.2%
0-90 383.8 98.9% 60-70 47.1 12.1% 150-160 0.5 0.1%
90-180 4.2 1.1% 70-80 25.1  6.5% 160-170 0.3 0.1%
0-180  388.0 100% 80-90 55 1.4% 170-180 0.1 0%
Isofootcandle Plot Illuminance at a Distance
4 E] 2 1 i 1 B 3 Center Bean Fc ) Bearn Width
15R 60.6 fc 4.4 ft 4.5 ft
E 3.0R 15.1 fe 890t 89ft
45R 6.73 fc 133t 1340t
2 6.0R 3.78 fc 178k 1791t
7.R 2.42 fc 222k 223t
: i 1.68 fc 26.7ft  268M
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Distance in units af mount height (9FE)
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