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LUMINAIRE PHCTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:
Ballast Cat:
Lamp Output:
Max Candela:
Input Wattage:

Luminous Opening:

Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Zonal

FM43121-CL-Hampton

KUZCO LIGHTING

CEILING MOUNT / FLUSH MOUNT
FM43121-CL

AC LED

KCIK42x1W-310 GGU-30

N/A

N/A

Total luminaire Lumens: 2149.2
619.0 at Horizontal: 50°, Vertical: 9°
44.7

Circular (Dia: 20.98")

1516-20

10 December 2020

KUZCO LIGHTING

Type C

Semi-Direct

Semicutoff

Lumen Summary

Zone Lumens % Luminaire
0-30 462.8 21.5%
0-40 760.9 35.4%
0-60 1,363.8 63.5%
60-90  495.5 23.1%
70-100 327.0 15.2%
90-120 164.8 7.7%
0-90 1,859.3 86.5%
90-180 289.9 13.5%
0-180 2,149.2 100%
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Total LLF: &5

Distance in units of mount height (15ft)

Photometrics Pro 1.3.29 copyright 2003-2021 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.

Page 1 of 1

¢ g e
20 180° 170° 160° 150 1400
517 1200
W13 (e
310
103 100
lcoio age
103 B0
207 e
310
&0
413
517 oo
620
VALD®  10® 200 30¢ 40
W - Max Cd: 50°H
W-0°H
W -20%H
Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 57.3  2.7% 90-100 66.8 3.1%
10-20 1618 7.5% 100-110 53.6 2.5%
20-30 243.7 11.3% 110-120 444 2.1%
30-40 298.1 13.9% 120-130 38.0 1.8%
40-50 314.7 14.6% 130-140 324 1.5%
50-60 288.2 13.4% 140-150 254 1.2%
60-70 235.3 10.9% 150-160 16.6 0.8%
70-80 163.1 7.6% 160-170 9.2 0.4%
80-90 97.1 4.5% 170-180 34 0.2%
Hluminance at a Distance
Center Beam Fc Beam Width
i 936fc M 76R TR
£ .o 234 [ 15.1 ft 15.4 ft
7 58 10.4 fc Z220n 23.1n
10,07k 5.85 fc 303k 30810
12.5h 374 fc 3Tk 385h
1=k 260 fc 454K 4620

W vert, Spread: 113,17
W Horiz. Spread: 114,0°



