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LUMINAIRE PHOTOMETRIC REPORT zzz -
Filename: FM5017-BN - Tristan 147 i10e
Manufacturer: Kuzco Lighting - 100e
Luminaire: Ceiling Mounted — s
Luminaire Cat: FM5017-BN
Lamp: 120V LED L Ao
Lamp Cat: RIG 02-2000-930-120-S3 147 e
Lamp Output: Total luminaire Lumens: 1249 220 e
Max Candela: 431.6 at Horizontal: 90°, Vertical: 5° 293
Input Wattage: 25.1 6T oo
Luminous Opening: Circular (Dia: 15.55") 440
Test: 186_15 o Waroe  10e 20 0" 40%
Test Date: 08 October 2015 M -90°H
Test Lab: Kuzco Lighting
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 334.8 26.8% 0-10 40.8  3.3% 90-100 3.8 0.3%
0-40 548.9 43.9% 10-20 116.8 9.4% 100-110 1.7 0.1%
0-60 970.7 77.7% 20-30 177.3 14.2% 110-120 20 0.2%
60-90  259.7 20.8% 30-40 214.1 17.1% 120-130 22 0.2%
70-100 113.8 9.1% 40-50 222.1 17.8% 130-140 24 0.2%
90-120 7.4 0.6% 50-60 199.7 16.0% 140-150 24 0.2%
090 1,230.4 98.5% 60-70 149.7 12.0% 150-160 21 0.2%
90-180 18.6 1.5% 70-80 83.2 6.7% 160-170 1.5 0.1%
0-180 1,249.0 100% 80-90 26.8 2.1% 170-180 0.5 0%
Isofootcandle Plot Illuminance at a Distance
Zenker Beam fc Bieamn Width
A 192fc A% 45R 45
2 0f 47.9 fe 8.9t 9.0 ft
4.5R 21.3fc 134ft 135R
bR 12.0 fc 17.8 ft 18.0 it
2 Rt 7.67 fc 2231 2251t
a.0R 532 fc 26.7ft  27.0M

W Vert, Spread: 112.0°
M Horiz, Spread; 112,57

W20 fc 2.5 fFc 0.2 fc
W 10fc Wifc 0.1Ffc  Total LLF: 85
WSl 0.5 fc

Distance in units of mount height (9FE)
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