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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT 12; 1200
Filename: FM6012-BN-5CCT - Charlie @3000K B3 g
Manufacturer: KUZCO LIGHTING 2 1002
Luminaire: CEILING MOUNT/FLUSH MOUNT o a0
Luminaire Cat: FM6012-BN-5CCT = a0°
Lamp: AC LED o b
Lamp Cat: KUZCO5K20X2W-177 GGU-2750- / 120Vac 60Hz
0.19A ES s
Lamp Output: Total luminaire Lumens: 1120.9 127
Max Candela: 181.9 at Horizontal: 50°, Vertical: 13° 163 =ik
Input Wattage: 20.1 190
Luminous Opening: Circular (Dia: 12.01") B - Max cd: 50° H Lt
Test: 2388-24 W -0°H
Test Date: 24 January 2024 B - 50°H
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 149.4 13.3% 0-10 173 1.5% 90-100 66.0 5.9%
0-40 252.9 22.6% 10-20 51.1 4.6% 100-110 66.4 5.9%
0-60 486.5 43.4% 20-30 811 7.2% 110-120 62.5 5.6%
60-90 272.1 24.3% 30-40 103.5 9.2% 120-130 549 4.9%
70-100 229.0 20.4% 40-50 116.0 10.3% 130-140 44.8 4%
90-120 194.9 17.4% 50-60 117.6 10.5% 140-150 33.3 3%
0-90 758.6 67.7% 60-70 109.1 9.7% 150-160 21.0 1.9%
90-180 362.3 32.3% 70-80 92.0 8.2% 160-170 104 0.9%
0-180 1,120.9 100% 80-90 71.0 6.3% 170-180 29 0.3%
Isofootcandle Plot Illuminance at a Distance
Cenker Beam fc Bearn Width
Sere 16.6 fc 225t 221 R
o7 4.03 fc 457 .. 448t
S 1.81 fc 68.1ft 669
12.3R 1.0Z fc 90.6 ft 89.0 ft
16.7R 0.65 fc 113.81k 111.8H
20.0f 0.45 fc 136.3ft 1338t

W Vert, Spread: 147.3°
M Horiz. Spread: 146,7°

4
W 20 fc 2.5 fc 0.2 fc
W10 fc Wifc 0.1 Fc  Total LLF: 85
Hsfc 0.5fc M 50% Max Cd
Diskance in units of mount height (SFE) --- Max Cd
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