Photometric Report: FM7916-WOR-5CCT @3000K

Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT i:j 1200
Filename: FM7916-WOR-5CCT @3000K 107 g
Manufacturer: KUZCO LIGHTING £3 1002
Luminaire: CEILING MOUNT/FLUSH MOUNT ot i ane
Luminaire Cat: FM7916-WOR-5CCT c3 20°
Lamp: AC LED i b
Lamp Cat: KUZCO5K24X2W-177-GGU-2750 / 120Vac 60Hz
0.23A 160 s
Lamp Output: Total luminaire Lumens: 1596.5 212
Max Candela: 317.1 at Horizontal: 320°, Vertical: 23° 26T =ik
Input Wattage: 24.2 220
Luminous Opening: Circular (Dia: 15.98") B - Max cd: 3200 Hu'ﬁ': G
Test: 2367-24 W -0°H
Test Date: 10 January 2024 B - 50°H
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 258.5 16.2% 0-10 28.6 1.8% 90-100 83.5 52%
0-40 439.3 27.5% 10-20 873 5.5% 100-110 76.3 4.8%
0-60 828.6 51.9% 20-30 1425 8.9% 110-120 63.9 4%
60-90  389.7 24.4% 30-40 180.8 11.3% 120-130 514 3.2%
70-100 305.4 19.1% 40-50 197.2 12.4% 130-140 39.5 2.5%
90-120 223.7 14% 50-60 192.1 12.0% 140-150 29.8 1.9%
0-90 11,2183 76.3% 60-70 167.8 10.5% 150-160 21.1 1.3%
90-180 378.2 23.7% 70-80 129.3 8.1% 160-170 10.1 0.6%
0-180 1,596.5 100% 80-90 92.7 5.8% 170-180 26 0.2%
Isofootcandle Plok Illuminance at a Distance
Cenker Beam fc Bearn Width
o 2713 fc 148t 154K
b 6.62 fc 0.1 31Z2R
T 2.97 fc 45.0ft . 46.5ft
12 3R 1.68 fc 50.8 ft 61.9 ft
e 1.07 fc At FLIR
20.0f 0.74 fc 89.9 ft 93.1 ft

4
MW 20 fc 2.5 0.2k
W 10 fc Wifc 0.1 Fc  Total LLF: 85
Hsfc 0.5fc M 50% Max Cd

Diskance in units of mount height (SFE) --- Max Cd
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W Vert, Spread: 132.0°
M Horiz. Spread: 133.5°
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