Photometric Report: FM7920-BOR-5CCT - Dalton @3000K Page 1 of 1
Polar Candela Distribution
K U zc S 120° 170° 1602 1502 1409
LIGHTING = 2
LUMINAIRE PHOTOMETRIC REPORT i:z 1200
Filename: FM7920-BOR-5CCT - Dalton @3000K 117 g
Manufacturer: KUZCO LIGHTING ] 1002
Luminaire: CEILING MOUNT/FLUSH MOUNT o a0
Luminaire Cat: FM7920-BOR-5CCT cq 20°
Lamp: AC LED e b
Lamp Cat: KUZCO5K30X2W-177-GGU-2750 / 120Vac 60Hz
0.28A 175 s
Lamp Output: Total luminaire Lumens: 1215.9 233 I
Max Candela: 349.5 at Horizontal: 90°, Vertical: 21° 9z =ik
Input Wattage: 30.2 350
Luminous Opening: Circular (Dia: 20") H-0H WA ISR
Test: 2377-24 W -90°H
Test Date: 16 January 2024
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Semi-Direct
Cutoff Class: Semicutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 286.4 23.6% 0-10 323  2.7% 90-100 6.9 0.6%
0-40 476.7 39.2% 10-20 98.1 8.1% 100-110 11.8 1%
0-60 847.1 69.7% 20-30 156.1 12.8% 110-120 194 1.6%
60-90 216.6 17.8% 30-40 190.2 15.6% 120-130 26.0 2.1%
70-100 94.2 7.7% 40-50 196.0 16.1% 130-140 27.1 2.2%
90-120 38.2 3.1% 50-60 174.4 14.3% 140-150 258 2.1%
0-90 1,063.6 87.5% 60-70 129.3 10.6% 150-160 20.6 1.7%
90-180 152.3 12.5% 70-80 69.7 5.7% 160-170 11.3 0.9%
0-180 1,215.9 100% 80-90 17.6 1.4% 170-180 3.3 0.3%
Isofootcandle Plot Illuminance at a Distance
Center Beam fo Bieam Width
230 30.7 fc 9.9 ft 10.7 Ft
o 7.44 fc 20.2ft  21.7Rt
10.0R 3.34 fc 30.1 ft 324 It
1330 1.89 fc 40.0ft 43.2Ht
16 7R 1.20 fc 50.2 ft 54.2 ft
s0.0f 0.84 fc 60.2ft GB49ft
W vert, Spread: 112.8°
M Horiz, Spread: 116,7¢
W 20 Fc Z.5fc 0.2 fc
W 10 fc Wifc 0.1 fc  Taotal LLF: 85
W 0.5fc  M50% Max Cd
Distance in units of mount height (SFE) - - - Max Cd
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