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LUMINAIRE PHOTOMETRIC REPORT iﬂ i
Filename: LP10345-BN - Vega 140 110=
Manufacturer: Kuzco Lighting m 100°
Luminaire: Pendant LT A
Luminaire Cat: LP10345-BN
Lamp Cat: SLM 0530-2400-930-120-S1 i 80°
Lamp Output: Total luminaire Lumens: 1550.1 140 7oe
Max Candela: 417.7 at Horizontal: 350°, Vertical: 5° 210 e
Input Wattage: 29.2 2&0
Luminous Opening: Rectangle (L: 45", W: 0.79") 350 coe
Test: 392_16 420 =
Test Date: 21 March 2016 W - Max Cd: 350° |_|I""a"= 07 107 0SS
Test Lab: Kuzco Lighting W -0°H
Photometry : Type C W -390°H
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 327.9 21.2% 0-10 39.5 2.6% 90-100 55.6 3.6%
0-40 541.0 34.9% 10-20 114.0 7.4% 100-110 48.6 3.1%
0-60 981.3 63.3% 20-30 174.4 11.2% 110-120 38.1 2.5%
60-90 384.5 24.8% 30-40 213.1 13.8% 120-130 25.0 1.6%
70-100 261.6 16.9% 40-50 226.4 14.6% 130-140 10.1  0.7%
90-120 142.3 9.2% 50-60 213.9 13.8% 140-150 31 0.2%
0-90 1,365.8 88.1% 60-70 178.5 11.5% 150-160 21 0.1%
90-180 184.3 11.9% 70-80 128.0 8.3% 160-170 1.2 0.1%
0-180 1,550.1 100% 80-90 78.1 5.0% 170-180 0.4 0%
Isofootcandle Plot Illuminance at a Distance
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BWESrc 0.5 fc

Distance in units af mount height (9FE)
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