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Polar Candela Distribution
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GHTING 523 130
LUMINAIRE PHOTOMETRIC REFORT :z; 1202
Filename: LP14548-WH - Covina 233 1102

Manufacturer: Kuzco Lighting 147 100°
Luminaire: Linear Pendant o guo
Luminaire Cat: LP14548-WH

Lamp Cat: LIN 04-800-930-120-S3 (x2) + LIN 05-1200-930- e =05
120-S3 (x2) 233 700

Lamp Output: Total luminaire Lumens: 2279.7 350
Max Candela: 690.3 at Horizontal: 270°, Vertical: 5° 467 4
Input Wattage: 50.4 cas cge

Luminous Opening: Rectangle w/Luminous Sides (L: 48", W: 9.84", H: o - -

4.33") Warg® 0= 0% 30° 40%
Test: 633_16 el
Test Date: 17 November 2016
Test Lab: Kuzco Lighting
Photometry : Type C
CIE Class: Direct
Cutoff Class: Semicutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 540.2 23.7% 0-10 64.6  2.8% 90-100 42.6 1.9%
0-40 891.3 39.1% 10-20 187.2 8.2% 100-110 39.8 1.7%
0-60 1,593.2 69.9% 20-30 288.4 12.7% 110-120 38.1 1.7%
60-90  459.6 20.2% 30-40 351.1 15.4% 120-130 344 1.5%
70-100 242.2 10.6% 40-50 366.4 16.1% 130-140 289 1.3%
90-120 120.5 5.3% 50-60 335.5 14.7% 140-150 22.2 1%
0-90 2,052.9 90.1% 60-70 260.0 11.4% 150-160 134 0.6%
90-180 226.8 9.9% 70-80 141.7 6.2% 160-170 6.0 0.3%
0-180 2,279.7 100% 80-90 579 2.5% 170-180 1.4 0.1%
Isofootcandle Plot Illuminance at a Distance
a E! - 2 1 Center Beam fc Bieam Width
. /’ e 302 fc 4.9t 4.6 ft
2~ o S0 75.5 fe 98ft 9.2t
d // T 45 336 fc 147ft 139ft
2 ' . 6.0 18.9fc 196ft 18.5Ft
// 2.5/ 12.1 fc 245 2311
1 / {7 aat 8.39fc 294 277HR

M vert, Spread: 117.1°
M Horiz, Spread: 114.0°

4
W z0fc Z.5fc 0.2 fc
M 10fc W1fc 0.1 fc  Total LLF: 85
WS 0.5 fc

Distance in units of mount height (9Ft)
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