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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT :‘; -
Filename: LP14554-WH - Covina 273 i10e
Manufacturer: Kuzco Lighting 137 100e
Luminaire: Linear Pendant D ~ 555
Luminaire Cat: LP14554-WH
Lamp Cat: LIN 05-1200-830-120-S3 (x4) e el
Lamp Output: Total luminaire Lumens: 2685.2 273 70°
Max Candela: 812.4 at Horizontal: 90°, Vertical: 5° 410 e
Input Wattage: 58.9 Cdr
Luminous Opening: Rectangle w/Luminous Sides (L: 54.02", W: 9.84", Raz o
H: 4.33") o »
Test: 638 16 WAID®  10° 200 300 40
- M -0°H
Test Date: 25 November 2016 H-o0°H
Test Lab: Kuzco Lighting
Photometry : Type C
CIE Class: Direct
Cutoff Class: Semicutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 633.3 23.6% 0-10 75.9 2.8% 90-100 484 1.8%
0-40 1,046.4 39% 10-20 219.5 8.2% 100-110 47.6 1.8%
0-60 1,873.3 69.8% 20-30 3379 12.6% 110-120 454 1.7%
60-90 545.6 20.3% 30-40 413.0 15.4% 120-130 41.0 1.5%
70-100 286.3 10.7% 40-50 432.4 16.1% 130-140 33.8 1.3%
90-120 141.4 5.3% 50-60 394.6 14.7% 140-150 25.8 1%
090 2,419.0 90.1% 60-70 307.7 11.5% 150-160 15.8 0.6%
90-180 266.2 9.9% 70-80 171.8 6.4% 160-170 6.9 0.3%
0-180 2,685.2 100% 80-90 66.2 2.5% 170-180 1.6 0.1%
Isofootcandle Plot Illuminance at a Distance
Zenker Beam fc Biearn Width
e 356 fc 4.8 ft 4.7 it
3 .0R 89.0 fc 9.6 ft 9.4 ft
4ch 39.5fc 14.3 It 14.0 ft
6.0R 22.2 fc 19.1ft.  18.7Ht
oo 14.2 fc 239k 234t
a.0R 9.88 fc 287t 2811t

M vert, Spread; 115.8°
M Horiz, Spread; 114.7°

MW Z0fc 2.5 fc 0.2 fc
W10 fc Mifc 0.1Ffc  Total LLF: 85
| RS 0.5 fc

Distance in units of mount height (3FE)
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