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Polar Candela Distribution
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LUMIMAIRE PHOTOMETRIC REPORT 1200
165
Filename: LP18260-BK - Vega Minor 110 110
Manufacturer: KUZCO LIGHTING cc 100e
Luminaire: LP18260-BK / Ceiling Mount
— CCn 0 g0=
Luminaire Cat: LP18260-BK
) . cL ane
Lamp: LED w/ Driver
Lamp Cat: Unknown 110 70°
Lamp Output: Total luminaire Lumens: 966.9 165 e
Max Candela: 321.7 at Horizontal: 180°, Vertical: 1.5° 220
Input Wattage: 39.9 275 o
Luminous Opening: Rectangle (L: 58.66", W: 0.39") 230
Test: 1200_18 o Was0® o 10® z0® 30 40%
Test Date: 16 October 2018 M -90°H
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 250.6 25.9% 0-10 304 3.1% 90-100 28 0.3%
0-40 411.6 42.6% 10-20 873  9.0% 100-110 1.5 0.2%
0-60 734.2 75.9% 20-30 132.8 13.7% 110-120 1.6 0.2%
60-90  220.1 22.8% 30-40 161.0 16.7% 120-130 1.6 0.2%
70-100 102.0 10.6% 40-50 168.4 17.4% 130-140 1.6 0.2%
90-120 5.8 0.6% 50-60 154.2 15.9% 140-150 1.4  0.1%
0-90 954.3 98.7% 60-70 120.9 12.5% 150-160 1.1 0.1%
90-180 12.6 1.3% 70-80 74.4 7.7% 160-170 0.7 0.1%
0-180  966.9 100% 80-90 249 2.6% 170-180 0.3 0%
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Distance in units of mount height (9FE)
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Reported data calculated from manufacturer's data file, based on IES recommended methods.



