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K U Z c Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT zzz 1200
Filename: LP34460-WH - PLAZA 400 1107
Manufacturer: KUZCO LIGHTING 200 100°
Luminaire: PLAZA / Linear Pendant
Luminaire Cat: LP34460-WH SR s
Lamp: DC LED = A
Ballast Desc: In: 90-130VAC, 0.9A; Out: 24VDC, 3300mA < 70°
Ballast Cat: DR-CV-80 &00 o
Lamp Output: Total luminaire Lumens: 3403.7 200
Max Candela: 1,166.3 at Horizontal: 0°, Vertical: 10° 1,000 oo
Input Wattage: 74.8 1,200
Luminous Opening: Rectangle (L: 59.06", W: 5.91") W-0°H e iUESRIIENEU
Test: 1328-19 M -20°H
Test Date: 26 April 2019
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 847.0 24.9% 0-10 87.6  2.6% 90-100 144  0.4%
0-40 1,417.3 41.6% 10-20 294.7 8.7% 100-110 20.8 0.6%
0-60 2,506.1 73.6% 20-30 464.7 13.7% 110-120 244 0.7%
60-90  740.1 21.7% 30-40 570.3 16.8% 120-130 241 0.7%
70-100 343.7 10.1% 40-50 5743 16.9% 130-140 23.0 0.7%
90-120  59.7 1.8% 50-60 514.5 15.1% 140-150 22.0 0.6%
0-90 3,246.2 95.4% 60-70 4109 12.1% 150-160 16.6 0.5%
90-180 157.4 4.6% 70-80 251.1 7.4% 160-170 9.6 0.3%
0-180 3,403.7 100% 80-90 78.2 2.3% 170-180 23 0.1%
Isofootcandle Plot Illuminance at a Distance
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Distance in units of mount height (9FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.



