Photometric Report: MP28356-BK - Arkell
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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Lamp Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:

Test Lab:
Photometry :
CIE Class:
Cutoff Class:

MP28356-BK

90
H: 24")

Type C
General Diffuse
Noncutoff

KUZCO LIGHTING

MP28356-BK - Arkell
KUZCO LIGHTING

Total luminaire Lumens: 2637.4
454.4 at Horizontal: 0°, Vertical: 180°

Rectangle w/Luminous Sides (L: 5.9", W: 58.66",

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 348.8 13.2%
0-40 568.9 21.6%
0-60 1,000.7 37.9%
60-90  289.6 11%
70-100 167.5 6.3%
90-120 312.3 11.8%
0-90 1,290.3 48.9%
90-180 1,347.1 51.1%
0-180 2,637.4 100%
Isofootcandle Plot
3 2 1 1} 1 2 3

M z0fc 2.5 fc 0.2 Ffc

W 1i0fc Hifc 0.1 Ffc  Total LLF: 85

MSfc 0.5fc M S0% Max Cd

Distance in units of mount height (S

--- Max d
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Reported data calculated from manufacturer's data file, based on IES recommended methods.

Polar Candela Distribution
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 42.8 1.6% 90-100 365 1.4%
10-20 122.1 4.6% 100-110 105.0 4%
20-30 183.9 7.0% 110-120 170.8 6.5%
30-40 220.1 8.3% 120-130 217.7 8.3%
40-50 226.9 8.6% 130-140 237.4 9%
50-60 204.9 7.8% 140-150 226.9 8.6%
60-70 158.6 6.0% 150-160 187.1 7.1%
70-80 97.0 3.7% 160-170 1229 4.7%
80-90 34.0 1.3% 170-180 42.8 1.6%
Illuminance at a Distance
Center Beam fo Beamn Widkh
s ch T2.7 I 7.7t
c R 18.2 fc 15.4 ft
7 ch 8.08 fc 23.2 Rt
100k 4.54 fc 30.9 it
12 Ch 291 fc 38.6 it
15.0f 2.02 fc 46.3 ft
M Horiz, Spread: 114.2°
2022-02-25

file:///C:/ProgramData/PhotometricsPro/temp/MP28356-BK - Arkell rep.htm



