Photometric Report: FM13120-BK-5CCT @3000K - Beacon

Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT zz; 1200
Filename: FM13120-BK-5CCT @3000K - Beacon 133 g
Manufacturer: KUZCO LIGHTING E7 1002
Luminaire: CEILING MOUNT/FLUSH MOUNT o a0
Luminaire Cat: FM13120-BK-5CCT 67 20°
Lamp: AC LED i b
Lamp Cat: KUZCO5K24X2W-177-GGU-2750 / 120Vac 60Hz
0.23A 200 s
Lamp Output: Total luminaire Lumens: 1291.5 267
Max Candela: 399.6 at Horizontal: 90°, Vertical: 6° 333 =ik
Input Wattage: 23.7 400
Luminous Opening: Circular (Dia: 11.5") H-0H WA ISR
Test: 2371-24 W -90°H
Test Date: 11 January 2024
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Direct
Cutoff Class: Cutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 320.4 24.8% 0-10 37.8  2.9% 90-100 0.7 0.1%
0-40 534.5 41.4% 10-20 110.5 8.6% 100-110 1.0 0.1%
0-60 989.5 76.6% 20-30 172.1 13.3% 110-120 1.2 0.1%
60-90 292.9 22.7% 30-40 214.1 16.6% 120-130 1.4 0.1%
70-100 117.9 9.1% 40-50 232.0 18.0% 130-140 14 0.1%
90-120 3.0 0.2% 50-60 223.0 17.3% 140-150 1.3 0.1%
0-90 1,282.3 99.3% 60-70 175.7 13.6% 150-160 1.1 0.1%
90-180 9.2 0.7% 70-80 978 7.6% 160-170 0.7 0.1%
0-180 1,291.5 100% 80-90 19.4 1.5% 170-180 0.3 0%
Isofootcandle Plot Illuminance at a Distance
Center Beam fo Bieam Width
San 36.4 fc 126ft  12.6Ft
o 8.83fc 25.5ft 257
10.0R 3.96 fc 38.1 ft 383t
1330 2.24 fc 50.6ft 509
16 7R 1.4Z fc 63.6 ft 64.0 ft
0.0f 0.99 fc 76.1ft 766 ft

W 20 Fc Z.5fc 0.2 fc
W 10 fc Wifc 0.1 fc  Taotal LLF: 85
HEfc 0.5Ffc M 50% Max Cd

--- Max Cd

Distance in units of mount height (SFE)
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W vert, Spread: 124.6°
M Horiz, Spread: 124,83

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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