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Polar Candela Distribution
LE00 120° 170° 160° 150%  140°
LI GHTIMNSG 1,250 130%
1,000
LUMINAIRE PHOTOMETRIC REPORT 1207
750
Filename: PD15832-WH - Taper i 110%
Manufacturer: KUZCO LIGHTING 250 100°
Luminaire: CEILING MOUNT/PENDANT
. o
Luminaire Cat: PD15832-WH R .
Lamp: DC LED == A
Lamp Cat: Unknown 500 e
Ballast Desc: IN: 120VAC, 0.6A; OUT: 30-40VDC, 130mA 750 o
Ballast Cat: NOCVO NE007040013-2G 1,000
Lamp Output: Total luminaire Lumens: 435.5 1,250 oo
Max Candela: 1,476.9 at Horizontal: 0°, Vertical: 0° 1.500

Voo 10® 0% 300 407
W-22.5°H
- 45°H
W -67.5°H

Input Wattage: 6.8
Luminous Opening: Circular (Dia: 0.04")
Test: 1432-20

W -0°H
W -90°H

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Nema Type

04 February 2020
KUZCO LIGHTING
Type C

Direct

Cutoff

14X4

Zonal Lumen Summary Lumens Per Zone

Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 348.9 80.1% 0-10 113.5 26.1% 90-100 0.2 0.1%
0-40 383.5 88% 10-20 158.5 36.4% 100-110 03 0.1%
0-60 415.6 95.4% 20-30 76.9 17.7% 110-120 04 0.1%
60-90 15.0 3.4% 30-40 34.5 7.9% 120-130 0.5 0.1%
70-100 6.8 1.6% 40-50 19.1 4.4% 130-140 0.8 0.2%
90-120 0.9 0.2% 50-60 13.1 3.0% 140-150 1.0 0.2%
0-90 430.6 98.9% 60-70 8.4 1.9% 150-160 09 0.2%
90-180 4.9 1.1% 70-80 5.0 1.1% 160-170 0.6 0.1%
0-180 435.5 100% 80-90 1.6 0.4% 170-180 0.2 0%
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Distance in units of mount height (9Ft)
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