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Polar Candela Distribution
K U Zc 1,200 1g0® 170° 160% 150°  140%
LI GHTI NG 1,000 el
LUMINAIRE PHOTOMETRIC REPORT :22 1200
Filename: PD22339-BN - Ampersand 400 110®
Manufacturer: Kuzco Lighting i 1000
Luminaire: AMPERSAND / CEILING MOUNT
Luminaire Cat: PD22339-BN SR &
Lamp: LED W/ DRIVER Al 80°
Lamp Cat: UNKNOWN 400 700
Lamp Output: Total luminaire Lumens: 4762.6 00 .
Max Candela: 1,196.6 at Horizontal: 110°, Vertical: 7.5° 200
Input Wattage: 96 1,000 e
Luminous Opening: Circular (Dia: 32.01") 1,200
Test: 1305-19 B -Haxcitie H'u'A: oe 10® 200 30°  40%
Test Date: 12 March 2019 W-0°H
Test Lab: Kuzco Lighting W -90°H
Photometry : Type C
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 922.6 19.4% 0-10 1113 23% 90-100 201.8 4.2%
0-40 1,523.8 32% 10-20 321.0 6.7% 100-110 141.3 3%
0-60 2,806.6 58.9% 20-30 490.3 10.3% 110-120 102.0 2.1%
60-90 1,379.1 29% 30-40 601.2 12.6% 120-130 56.3 1.2%
70-100 1,003.7 21.1% 40-50 647.4 13.6% 130-140 32.7 0.7%
90-120 445.1 9.3% 50-60 635.4 13.3% 140-150 19.6 0.4%
0-90 4,185.6 87.9% 60-70 577.2 12.1% 150-160 12.7 0.3%
90-180 576.9 12.1% 70-80 476.9 10.0% 160-170 7.8 0.2%
0-180 4,762.6 100% 80-90 325.0 6.8% 170-180 2.7 0.1%
Isofootcandle Plot Illuminance at a Distance
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Distance in units af mount height (9FE)
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Reported data calculated from manufacturer's data file, based on IES recommended methods.



