KUZC

G HTING

LUMINAIRE PHCTCMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:

PD46604-GWH-Flux
KUZCO LIGHTING
Ceiling Mount / Pendant
PD46604-GWH

DC LED w/ DRIVER

NA

IN: 100-240VAC, 0.24A; OUT 12VDC (const), 1A
(max), 12W (max)

DONGGUAN HOPESTAR LED-CV12V1A
Total luminaire Lumens: 371.4
142.2 at Horizontal: 180°, Vertical: 2.5°
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Input Wattage: 9.7

W -0°H
W90 H

Luminous Opening: Circular (Dia: 7.87")

Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Nema Type

1488-20

21 August 2020
KUZCO LIGHTING
Type C

Direct

Semicutoff

7X7

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 108.2 29.1%
0-40 173.5 46.7%
0-60 288.2 77.6%
60-90 57.8 15.6%
70-100  26.7 7.2%
90-120 7.8 2.1%
0-90 346.1 93.2%
90-180  25.3 6.8%
0-180 3714 100%
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Diskance in units of mourt hesght (15FE)

Photometrics Pro 1.3.29 copyright 2003-2021 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.

Lumens Per Zone
Zone Lumens % Total
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Center Beam fic

22.Tfc
5.68 fc
2.5310c
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W Vert, Spread: 87,07
W Horiz, Spread; 102.0°

Zone
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

- 450 H
B-67.50H

L

§ 338488 §

VAID® 107 20° 307 400
W-225°H

Lumens % Total

24 0.7%
25 0.7%
29 0.8%
34 0.9%
3.7 1%
3.8 1%
33 09%
24  0.6%
09 0.2%

Tlluminance at a Distance

Beam Width
4Tt 62
9.5ft 123M
142t 1850
19.0ft 2470t
Z3.7ft 308 ft
28.5ft 370R
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